STATE OF NORTH CAROLINA

DEPARTMENT OF TRANSPORTATION

DIVISION 3

CONTRACT PROPOSAL

WBS ELEMENTS: 3.108217

ROUTE: US 421 & US 701 BY-PASS

COUNTY : Sampson

DESCRIPTION: Patching Existing Pavement (Mill & Full Depth) on US 421 and US 701
By-Pass in Sampson County.

BID OPENING: 2:00 PM, Tuesday, August 10, 2010

NOTICE:

ALL BIDDERS SHALL COMPLY WITH ALL APPLICABLE LAWS R EGULATING THE
PRACTICE OF GENERAL CONTRACTING AS CONTAINED IN CHA PTER 87 OF THE
GENERAL STATUTES OF NORTH CAROLINA WHICH REQUIRES T HE BIDDER TO
BE LICENSED BY THE N.C. LICENSING BOARD FOR CONTRAC TORS WHEN
BIDDING ON ANY NON-FEDERAL AID PROJECT WHERE THE Bl D IS $30,000 OR
MORE, EXCEPT FOR CERTAIN SPECIALTY WORK AS DETERMIN ED BY THE
LICENSING BOARD OR SBE PROJECT. BIDDERS SHALL ALSO COMPLY WITH
ALL OTHER APPLICABLE LAWS REGULATING THE PRACTICES OF ELECTRICAL,
PLUMBING, HEATING AND AIR CONDITIONING AND REFRIGER ATION
CONTRACTING AS CONTAINED IN CHAPTER 87 OF THE GENER AL STATUTES OF
NORTH CAROLINA WITHIN 60 CALENDAR DAYS OF BID OPENI NG, REGARDLESS
OF FUNDING SOURCES.

NAME OF BIDDER N.C. CONTRACTOR'S LICENSE NUMBE R

ADDRESS OF BIDDER

RETURN BIDS TO: North Carolina Department of Transportation
Attn: Lloyd G. Royall, Jr. P.L.S.
124 Division Drive
Wilmington, NC 28401



INSTRUCTIONS TO BIDDERS

PLEASE READ ALL INSTRUCTIONS CAREFULLY BEFORE PREPA RING AND
SUBMITTING YOUR BID.

All bids shall be prepared and submitted in accordace with the following requirements. Failure to canply with
any requirement shall cause the bid to be considedérregular and shall be grounds for rejection of te bid.

1. The bid sheet furnished by NCDOT with the propaselll be used and shall not be altered in any mari»®@ NOT
SEPARATE THE BID SHEET FROM THE PROPOSAL!
2. All entries on the bid sheet, including signatusdsll be written in ink.

3. The Bidder shall submit a unit price for every itemthe bid form. The unit prices for the vari@astract items shall

be written in figures.

4. An amount bid shall be entered on the bid sheat\fery item. The amount bid for each item shallieermined by
multiplying each unit bid by the quantity for thitgm, and shall be written in figures in the "Amo&id" column of
the sheet.

5. The total amount bid shall be written in figureghie proper place on the bid sheet. The total anshall be
determined by adding the amounts bid for each item.

6. Changes in any entry shall be made by marking girdbe entry in ink and making the correct entijpeeht thereto
in ink. A representative of the Bidder shall iaitthe change in ink.

7. The bid shall be properly executed. All bids skalbw the following information:

a. Name of individual, firm, corporation, partr@gs or joint venture submitting bid.

b. Name and signature of individual or repres@matubmitting bid and position or title.

c. Name, signature, and position or title of witsie

d. Federal Identification Number (or Social Seyudumber of Individual)

e. Contractor's License Number (if Applicable)

Bids submitted by corporations shall bear the sktile corporation.

9. The bid shall not contain any unauthorized addstjateletions, or conditional bids.

10. The bidder shall not add any provision reservirgrtpht to accept or reject an award, or to emtir & contract
pursuant to an award.

11. THE PROPOSAL WITH THE BID SHEET STILL ATTACHED SHALL BE PLACED IN A SEALED
ENVELOPE AND SHALL HAVE BEEN DELIVERED TO AND RECEI VED IN THE DIVISION 3
ENGINEER'S OFFICE AT 124 DIVISION DRIVE, WILMINGTON NORTH CAROLINA 28401 BY 2:00
PM ON TUESDAY, AUGUST 10, 2010.

12. The sealed bid must display the following statenoenthe front of the sealed envelope:

o

QUOTATION FOR WBS ELEMENT # 3.108217: PATCHING EXISNG PAVEMENT (MILL & FULL DEPTH) ON US 421 & US 70 BY-
PASS IN SAMPSON COUNTY TO BE OPENED AT 2:00 PM ONESDAY, AUGUST 10, 2010.

13. If delivered by mail, the sealed envelope shallaeed in another sealed envelope and the outetagesshall be
addressed as follows:

North Carolina Department of Transportation
Attn: Lloyd G. Royall, Jr., PLS

124 Division Drive

Wilmington, North Carolina 28401

AWARD OF CONTRACT
The award of the contract, if it be awarded, will e made to the lowest responsible
Bidder in accordance with Section 102 (excluding P32 and 102-11) of the Standard
Specifications for Roads and Structures 2006The lowest responsible will be notified
that his bid has been accepted and that he has beawarded the contract. NCDOT
reserves the right to reject all bids.
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STANDARD PROVISIONS
GENERAL

This contract is for Patching Existing Pavementli(&iFull Depth) on US 421 and US 701 By-
Pass in Sampson County All work and materials $teaih accordance with the provisions of the
General Guidelines of this contract, the Projeccs Provisions, the North Carolina
Department of Transportation Standard Specification Roads and Structures 20f@te North
Carolina Department of Transportation Roadway Siedsl Drawingsthe North Carolina
Department of Transportation 2010 Superpave Maawglthe current edition of the Manual of
Uniform Traffic Control Device$MUTCD).

The Contractor shall keep himself fully informedadifFederal, State and local laws, ordinances,
and regulations, and shall comply with the provisiof Section 107 of the Standard

Specifications.

CONTRACT TIME AND LIQUIDATED DAMAGES

The date of availability for this project is Septener 7, 2010. The Contractor may begin

work prior to this date upon approval of the Enginer his duly authorized representative. If
such approval is given, and the Contractor begmkrior to the date of availability, the
Department of Transportation will assume no residibg for any delays caused prior to the date
of availability by any reason whatsoever, and siedhys, if any, will not constitute a valid reason
for extending the completion date.

No work will be permitted and no purchase ordel alissued until all required bonds and
prerequisite conditions and certifications havenbssisfied.

The completion date for this project is May 20, 20 No extensions will be authorized except
as authorized by Article 108-10 of the Standardc#ipations.

The observation period for the thermoplastic pavemmarkings is not a part of the work to be
completed by the completion date for this contescstated above. The observation period shall be
warranted by the payment and performance bond.

Liguidated damages for this contract are Three Hunded and Fifty Dollars ($350.00) per
calendar day.

INTERMEDIATE CONTRACT TIME AND LIQUIDATED DAMAGES

(2-20-07) RG 14 B

The Contractor shall not close or narrow a langadfic onALL MAPS , detain and/or alter the
traffic flow on or during holidays, holiday weekendpecial events, or any other time when traffic
is unusually heavy, including the following schesul



HOLIDAY AND HOLIDAY WEEKEND LANE CLOSURE RESTRICTIONS
ALL MAPS:

1. For unexpected occurrencethat creates unusually high traffic volumes, agsaled by the
Engineer.

2. ForNew Year's Day, between the hours of 6:00 a.m. December 31s6d@@@la.m. January
2nd. If New Year's Day is on a Friday, Saturdaynday or Monday, then until 6:00 a.m. the
following Tuesday.

3. ForEaster, between the hours of 6:00 a.m. Friday and 6:60 &onday.

4. ForMemorial Day, between the hours of 6:00 a.m. Friday and 6:00 &uesday.

5. For Independence Day between the hours of 6:00 a.m. the day beforedaddence Day
and 6:00 a.m. the day after Independence Day.

If Independence Dayis on a Friday, Saturday, Sunday or Monday, tlewéen the hours of
6:00 a.m. the Thursday before Independence Day @i a.m. the Tuesday after
Independence Day.

6. ForLabor Day, between the hours of 6:00 a.m. Friday and 6:00 @uesday.

7. For Thanksgiving Day, between the hours of 6:00 a.m. Tuesday and&m@0Monday.

8. For Christmas, between the hours of 6:00 a.m. the Tuesday é&lbristmas Day and 6:00
a.m. the following Monday after Christmas Day.

Holidays and holiday weekends shall include Newredaster, Memorial Day, Independence
Day, Labor Day, Thanksgiving, and Christmas. Tlt€@ctor shall schedule his work so that
lane closures will not be required during theseogst unless otherwise directed by the Engineer.

The time of availability for this intermediate coatt work shall be the time the Contractor begins
to install all traffic control devices for lane slares according to the time restrictions listeckimer

The completion time for this intermediate contraairk shall be the time the Contractor is
required to complete the removal of all traffic tmh devices for lane closures according to the
time restrictions stated above and place traffih@existing traffic pattern.

Liguidated damages are One Thousand Dollars ($100m) per hour.

AUTHORITY OF THE ENGINEER

The Engineer for this project shall be the Divisiemgineer, Division 3, Division of Highways,
North Carolina Department of Transportation, actirgctly or through his duly authorized



representatives.

The Engineer will decide all questions which mageags to the quality and acceptability of work
performed and as to the rate of progress of th&yalirquestions which may arise as to the
interpretation of the contract; and all questionscathe acceptable fulfillment of the contract on
the part of the Contractor. His decision shalffib@ and he shall have executive authority to
enforce and make effective such decisions and s@ethe Contractor fails to carry out
promptly.

AVAILABILITY OF FUNDS - CONTRACT TERMINATION

Payments on this contract are subject to avathabififunds as allocated by the General
Assembly. If the General Assembly fails to allecatiequate funds, the Department reserves the
right to terminate this contract.

In the event of termination, the Contractor shalbiven a written notice of termination at least
60 days before completion of scheduled work forcliunds are available. In the event of
termination, the Contractor shall be paid for trekvalready performed in accordance with the
contract specifications.

BANKRUPTCY

The Department of Transportation, at its optiony meaminate the contract upon filing by the
Contractor of any petition for protection under grevisions of the Federal Bankruptcy Act.

BIDS

In accordance with GS 136-28.1(b), if the total bidmount of the contract exceeds
$1,200,000, the bid will not be considered for awer

CLAIMS FOR ADDITIONAL COMPENSATION OR EXTENSION OF
TIME

Any claims for additional compensation and/or egiens of the completion date shall be
submitted to the Division Engineer with detailestification within thirty (30) days after receipt
of the final invoice payment. The failure of ther@ractor to submit the claim(s) within thirty
days shall be a bar to recovery.

CONTRACTOR CLAIM SUBMITTAL FORM:

(9-16-08) SP1G140

If the Contractor elects to file a written claimrequests an extension of contract time, it skell b
submitted on th€ontractor ClaimSubmittal Form (CCSRavailable through the Construction
Unit or http://ncdot.org/doh/operations/dp_chief_eng/car@tonunit/formsmanuals/.




CONTRACT PAYMENT AND PERFORMANCE BOND

A performance bond in the amount of one hundredgmr(100%) of the contract amount,
conditioned upon the faithful performance of thatcact in accordance with specifications and
conditions of the contract is required for Condtiarccontracts of $300,000 or more. Such bond
shall be solely for the protection of the North @ima Department of Transportation and the
State of North Carolina.

A payment bond in the amount of one hundred per@€@%) of the contract amount,
conditioned upon the prompt payment for all labomaterials for which the Contractor, or his
subcontractors, are liable is required for Consioaccontracts greater than $300,000. The
payment bond shall be solely for the protectioparfsons or firms furnishing materials or
performing labor for this contract for which ther@@ctor is liable.

The successful bidder, within fourteen (14) days &dr notice of award, shall provide the
Department with a contract payment bond and a contact performance bond each in an
amount equal to 100 percent of the amount of the otract.

DEFAULT OF CONTRACT

The Department of Transportation shall have thet itig declare a default of contract for breach
by the Contractor of any material term or conditidthe contract. Default of contract shall be in
accordance with the terms, conditions, and pro@siaf Article

108-9 of the Standard Specifications.

ENGINEERING CONTROL

Engineering control and inspection will be by therthh Carolina Department of Transportation.
The Contractor will cut test samples as directethbyEngineer. The North Carolina Department
of Transportation will set all necessary gradesipe, ditches, or masonry drainage structures.
All other field engineering will be the responstlilof the Contractor and considered as incidental
to the project bid.

EROSION, SILTATION, AND POLLUTION CONTROL

The Contractor shall exercise every reasonableapt&mn and take all necessary measures
throughout the life of the project to prevent evosisiltation, and pollution in accordance with
Section 107-13 of the Standard SpecificatioBdt fence and erosion control measures shall be
installed in accordance with the plans for thisjgety Section 1605 of the Standard
Specificationsand in locations directed by the Engineer orésesentative.

EXTENSION OF CONTRACT TIME

Failure on the part of the Contractor to furnisimd®or certifications, or to satisfy preliminary
requirements necessary to issue the purchase wiltleot constitute grounds for extension of



the contract time. If the Contractor has fulfileltlpreliminary requirements for the issuance of a
purchase order, and the purchase order authonzatimot available by the date of availability,
the Contractor shall be granted an extension equake number of calendar days the purchase
order authorization is delayed after the date aflalvility.

GIFTS FROM VENDORS AND CONTRACTORS:

(12-15-09) SP1 G152

By Executive Order 24, issued by Governor PerdoeéNaC. G.S.8 133-32t is unlawful for any
vendor or contractor (i.e. architect, bidder, caator, construction manager, design professional,
engineer, landlord, offeror, seller, subcontracsopplier, or vendor), to make gifts or to give
favors to any State employee of the Governor’s i@&bAgencies (i.e. Administration,

Commerce, Correction, Crime Control and Public §aféultural Resources, Environment and
Natural Resources, Health and Human Services, denerstice and Delinquency Prevention,
Revenue, Transportation, and the Office of the @owg. This prohibition covers those vendors
and contractors who:

(1) have a contract with a governmental agency; or
(2) have performed under such a contract withinpdn year; or
(3) anticipate bidding on such a contract in there.

For additional information regarding the speciéguirements and exemptions, vendors and
contractors are encouraged to review Executive Zd@andG.S. § 133-32

Executive Order 24 also encouraged and invitedr@@hete Agencies to implement the
requirements and prohibitions of the Executive ©tdeheir agencies. Vendors and contractors
should contact other State Agencies to determiti@ge agencies have adopted Executive
Order 24.

INSPECTION

All work shall be subject to inspection by the Hwgr at any time. Routinely, the Engineer will
make periodic inspections of the completed wotkwill be the responsibility of the Contractor

to keep the Engineer informed of his proposed wak and to submit written reports of work

accomplished on a frequency to be determined b¥tiggneer.

LEGAL RELATIONS AND RESPONSIBILITY TO PUBLIC

(12-19-06)(Rev 3-16-10) SP1 G151

Revise the2006 Standard Specificatioas follows:

Page 1-60, 107-2 Assignment of Claims Vqideplace the reference frogS. 143-3.30 G.S.
143B-426.40A



Page 1-69, 107-18 Contractor’'s Responsibility for Wk, in the first paragraph, last sentence,
replace the wortegally with the wordcontractually.

LIABILITY INSURANCE:

(11-18-08) SP1 G80

Page 1-68, Article 107-16 is amended to include ti@lowing as the first, second, third and
fourth paragraphs:

The Contractor shall be liable for any losses tagufrom a breach of the terms of this contract.
The Contractor shall be liable for any losses du¢ht negligence or willful misconduct of its
agents, assigns and employees including any suitacbors which causes damage to others for
which the Department is found liable under the $dZlaims Act, or in the General Courts of
Justice, provided the Department provides promptiic@oto the Contractor and that the
Contractor has an opportunity to defend againsh stlaims. The Contractor shall not be
responsible for punitive damages.

The Contractor shall at its sole cost and expebsa&iroand furnish to the Department an original
standard ACORD form certificate of insurance evaieym commercial general liability with a limit
for bodily injury and property damage in the amowfit $5,000,000.00 per occurrence and
general aggregate, covering the Contractor fronmslar damages for bodily injury, personal
injury, or for property damages which may arisenfroperating under the contract by the
employees and agents of the Contractor. The nesdjlimit of insurance may be obtained by a
single general liability policy or the combinatiaf a general liability and excess liability or
umbrella policy. The State of North Carolina shal named as an additional insured on this
commercial general liability policy. The policy ynaontain the following language as relates to
the State as an additional insured: “This insuganith respect to the additional insured applies
only to the extent that the additional insured édhliable for your or your agent’s acts or
omissions arising out of and in the course of ajimna performed for the additional insured.”

The Contractor shall maintain all legally requinesuurance coverage, including without limitation,
worker’s compensation and vehicle liability, in thenounts required by law. Providing and
maintaining adequate insurance coverage is a rahtdigation of the contractor and is of the
essence of this contract. All such insurance shaé#t all laws of the State of North Carolina.
Such insurance coverage shall be obtained from ani®p that are authorized to provide such
coverage and that are authorized by the Commissiohénsurance to do business in North
Carolina. The Contractor shall at all times conwikh the terms of such insurance policies.

Upon execution of the contract, provide evidencdhef above insurance requirements to the
Engineer.

The successful bidder, within fourteen (14) days &dr notice of award, shall provide the
Department with proof of insurance.



MATERIALS AND TESTING

The Engineer reserves the right to perform all dagnand testing in accordance with Section
106 of the Standard Specificaticasd the Department's "Materials and Test ManudbiWever

the Engineer may reduce the frequency of samptwgtesting where he deems it appropriate for
the project under construction.

The Contractor shall furnish the applicable cedifions and documentation for all materials as
required by the Standard Specificatiodaterial which is not properly certified will hde

accepted.

Delivery tickets for all asphalt material shallfbenished in accordance with Section 106-7 of the

Standard Specificatiorand shall include the following information:

©CoNoarWDNE

(7-21-09)

FEDERAL:

STATE:

NCDOT WBS Element

Date

Time issued

Type of Material

Gross weight

Tare Weight

Net weight of material

Plant Location

Truck Number

Contractor's name

Public weighmaster's stamp or number
Public weighmaster's signature or initials in ink
Job mix formula number

MINIMUM WAGES

Z-5

The Fair Labor Standards Act provides that withtaie exceptions every
employer shall pay wages at the rate of not leaa ®EVEN DOLLARS AND
TWENTY FIVE CENTS ($7.25) per hour.

The North Carolina Minimum Wage Act provides teaery employer shall pay to
each of his employees, wages at a rate of nothess SEVEN DOLLARS AND
TWENTY FIVE CENTS ($7.25) per hour.

The minimum wage paid to all skilled labor employea this contract shall be
SEVEN DOLLARS AND TWENTY FIVE CENTS ($7.25) per hou

The minimum wage paid to all intermediate labor leygd on this contract shall
be SEVEN DOLLARS AND TWENTY FIVE CENTS ($7.25) pkour.



The minimum wage paid to all unskilled labor onstbontract shall be SEVEN
DOLLARS AND TWENTY FIVE CENTS ($7.25) per hour.

This determination of the intent of the applicata@frthis act to the contract on this
project is the responsibility of the Contractor.

The Contractor shall have no claim against the Depnt of Transportation for any changes in
the minimum wage laws, Federal or State. It isrdsponsibility of the Contractor to keep fully
informed of all Federal and State Laws affectirgydantract.

PAYMENT AND RETAINAGE

P&R_DDC
8-06-2009

The Contractor may submit a request for partiahpayt on a monthly basis, or other interval as
approved by the Engineer. Compensation for allifgaiys shall be in accordance with the
Standard SpecificationsThe amount of partial payments will be basedhenwork accomplished
and accepted as the last day of the approved padpe

All requests for payment shall be made on the flmmished to the Contractor by the Department
of Transportation. The form shall be completelgt &gibly filled out with all appropriate
information supplied and shall be signed by an@uebd representative of the Contractor.

All invoices must be accompanied with the DBE-IS fon even if no Subcontractors
payments were made. Payment request shall not bequessed without said form filled out
and attached.

If the request for payment is made by Contractimwsice, the Invoice shall be submitted in
triplicate to:

North Carolina Department of Transportation
Attention: K. C. Batchelor, Jr., P.E.
Resident Engineer

228 S. North Blvd.

Clinton, NC 28328

Minority Business (MB) and Women'’s Business (WBJtjggation shall be listed in the
appropriate spaces on all requests for paymerthet€ is no participation the word “None” or
the figure “0” shall be entered. An amount eqodite percent (5%) of the total amount due on
the partial pay estimate will be deducted and methuntil after the final inspection. One hundred
percent (100%) payment shall be made after sucdesshpletion of the work as verified by the
final inspection.
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PREQUALIFICATION TO BID ON POC’S

BeginningJuly 1, 2009 any firm that wishes to perform work on DivisiBarchase Order
Contracts as either the prime contractor or adeaaractor on the project must be prequalified
for the type of work they wish to perform. Firmsithwish to bid on these projects as the prime
contractor must be prequalified prior to submittangid Firms that wish to perform as a
subcontractor to the prime contractor must be palfepa prior to beginning work on the project

For the purposes of prequalification, any firm tisaturrently prequalified as a prime or a
subcontractor on central let projects for the appabe work codes is considered eligible to work
and/or bid on Purchase Order Contracts as longh&s tems such as bonding and license
requirements for the contract are met.

Information regarding the requirements to beconegpalified as a Purchase Order Contract
contractor, including the application to becomegpidified if you are not already prequalified,
can be found at the following website:

http://www.ncdot.org/business/howtogetstarted/

POSTED WEIGHT LIMITS

The Contractor's attention is directed to the faat many primary and secondary roads
and bridges are posted with weight limits less ti@nlegal limit. The Contractor will not be
allowed to exceed the posted weight limits in tpaming materials or equipment to the project.
The Contractor should make a thorough examinatiail smaps and haul routes on this project.

SAFETY AND ACCIDENT PROTECTION

In accordance with Article 107-22 of the Standape&fications, the Contractor shall comply
with all applicable Federal, State, and local lamrslinances, and regulations governing safety,
health, and sanitation, and shall provide all szdeds, safety devices, and protective equipment,
and shall take any other needed actions, on hisregponsibility that are reasonably necessary to
protect the life and health of employees on thegpth the safety of the public, and to protect
property in connection with the performance ofwuwek covered by the contract.

SAFETY VESTS

All Contractors' personnel, all subcontractors e personnel, and any material suppliers and
their personnel shall wear a reflective vest oeogarment conforming to the requirements of
MUTCD at all times while on the project.

RG87

SUBLETTING OF CONTRACT

The Contractor shall not sublet, sell, transfesjgsor otherwise dispose of this contract or any
portion thereof; or his right, title, or intereketein; without written consent of the Engineer.
Subletting of this contract or any portion of tletract shall conform to the requirements of

11



Article of 108-6 of the Standard Specifications

SUPERVISION BY CONTRACTOR

At all times during the life of the project the Gractor shall provide one permanent employee
who shall have the authority and capability for ralleesponsibility of the project and who shall
be personally available at the work site withiniirs notice. Such employee shall be fully
authorized to conduct all business with the sulreatrs, to negotiate and execute all
supplemental agreements, and to execute the avddisections of the Engineer.

At all times that work is actually being performeélde Contractor shall have present on the
project one competent individual who is authorige@ct in a supervisory capacity over all work
on the project, including work subcontracted. evidual who has been so authorized shall be
experienced in the type of work being performed stmall be fully capable of managing, directing,
and coordinating the work; of reading and thoroyginderstanding the contract; and receiving
and carrying out directions from the Engineer grauthorized representatives. He shall be an
employee of the Contractor unless otherwise appgrbyehe Engineer.

The Contractor may, at his option, designate ongl@aree to meet the requirements of both

positions. However, whenever the designated emplig/absent from the work site, an
authorized individual qualified to act in a supsory capacity on the project shall be present.

TEMPORARY SUSPENSION OF WORK

In accordance with Article 108-7 of the Standaré&frations the Engineer will have the
authority to suspend the work wholly or in party anitten order for such periods as he may
deem necessary for any of the following reasons.

1. Conditions considered unfavorable for the suitgb@esecution of the work, or

2. The Contractor’s failure for correct conditions afesfor workmen or the general public, or
3. The Contractor has not carried out orders givemrtoby the Engineer, or

4. The Contractor’s failure to perform any provisiaighe contract.

No extension of the completion date will be allowedthe above suspensions except as may be
provided for in Article 108-10.

TRAFFIC CONTROL AND WORK ZONE SAFETY

The Contractor shall maintain traffic during constion and provide, install, and maintain all
traffic control devices in accordance with thesejgut guidelines, the Project Special Provisions,
North Carolina Department of Transportation Staddgpecifications for Roads and Structures
and the current edition of the Manual of Unifornaffic Control DeviceMUTCD).
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The Contractor shall utilize complete and propaffitr controls and traffic control devices during
all operations. All traffic control and traffic ntrol devices required for any operation shall be
functional and in place prior to the commenceméihat operation. Signs for temporary
operations shall be removed during periods of mi&gt The Contractor is required to leave the
project in a manner that will be safe to the trimgepublic and which will not impede motorists.

Traffic movements through lane closures on roads tmio way traffic shall be controlled by
flaggers stationed at each end of the work zonesitliations where sight distance is limited, the
Contractor shall provide additional means of cdlimigptraffic, including, but not limited to, two-
way radios, pilot vehicles, or additional flaggefdaggers shall be competent personnel,
adequately trained in flagging procedures, andghed with proper safety devices and
equipment, including, but not limited to, safetygtgeand stop/slow paddles.

All personnel when working in traffic areas or ez@aclose proximity to traffic shall wear an
approved safety vest, or shirt or jacket which s¢le¢ color requirements of the Manual of
Uniform Traffic Control Device§MUTCD).

The Contractor shall comply with all applicable Bead, State, and local laws, ordinances, and
regulations governing safety, health, and sanitaimd shall provide all safeguards, safety
devices, and protective equipment, and shall takeother needed actions, on his own
responsibility that are reasonably necessary tteptdhe life and health of employees on the job
and the safety of the public, and to protect priypierconnection with the performance of the
work covered by the contract.

Failure to comply with any of the requirementsdafety and traffic control of this contract shall
result in suspension of work as provided in sublari08-7(B) of the Standard Specifications

No direct payment shall be made for Traffic Controland Work Zone Safety Items, as they
shall be considered incidental to other contract &ms.

UTILITY CONFLICTS

It shall be the responsibility of the Contractorctintact all affected utility owners and determine
the precise locations of all utilities prior to lm@gng construction. Utility owners shall be
contacted a minimum of 48 hours prior to the contearent of operations. Special care shall be
used in working around or near existing utilitipeptecting them when necessary to provide
uninterrupted service. In the event that anytytdervice is interrupted, the Contractor shall
notify the utility owner immediately and shall capte with the owner, or his representative, in
the restoration of service in the shortest timesfptes Existing fire hydrants shall be kept
accessible to fire departments at all times.

The Contractor shall adhere to all applicable ratguhs and follow accepted safety procedures
when working in the vicinity of utilities in ordeo insure the safety of construction personnel and
the public.
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WORKERS’ COMPENSATION INSURANCE

Pursuant to N.C.G.S. § 97-19, all contractors betDepartment of Transportation are, prior to
beginning services, required to show proof of cowge issued by a workers’ compensation
insurance carrier, or a certificate of compliancesued by the Department of Insurance for self-
insured subcontractors stating that it has complieith N.C.G.S. § 97-93 irrespective of whether
subcontractors have regularly in service fewer ththmee employees in the same business within
the State of North Carolina, and subcontractors shiae hereinafter liable under the Workers’
Compensation Act for payment of compensation andestbenefits to its employees for any injury
or death due to an accident arising out of and imet course of performance of the work insured by
the subcontractor.

ERRATA

(7-21-09) Z-4
Revise theStandard Specifications for Roads and Structurdg 20060n all projects as follows:
Division 1
Page 1-1, replace AREA - American Railway Engimegrhssociation withAmerican Railway

Engineering and Maintenance of Way Association

Page 1-7, remove-L- in middle of page after INVITATION TO BID and bef®
LABORATORY.

Page 1-25, 102-16(R), move 2nd paragraph to lefgima It is not a part of this subarticle, but
part of the entire article.

Division 2
Page 2-9, Subarticle 225-1(C)* paragraph, " line, last word, add a “d” to make the word
grade becomgraded
Page 2-15, Subarticle 226-3, 5th paragraph, ivef teplace the worth with the wordis.
Page 2-23, Subarticle 235-4(B)(9), at the end ef sbntence, replace finished greater with

finishedgrade
Page 2-28, Article 260-3, First paragraph, secomg temove the wortbot

Division 3
Page 3-13, Article 340-4, Second paragraph, chiluyeable Backfill to Flowabléill
Division 4
Page 4-29, Article 420-13(A) Description, chandgenence from Section 1082 Auticle 1081-6
Page 4-40 Subarticle 420-17(F) first line, changbkafticle 420-17(B) t¢B) herein.
Page 4-70, Article 442-13(B) Second sentence, éh&RPC Guide 61 to SSPC Guisle

Pages 4-72, 4-74, 4-76, at the top of the pagestitutie the heading Section 452 with Section
450,

Page 4-79, at the top of the page, substituteehdihg Section 450 with Sectidb2
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Page 4-80, change 452-7 to 453t the top of the page.
Page 4-80, change Pay Item __ Steel Pile Retailalty, toSheetPile Retaining Walls.
Page 4-88, 462-4, Title, Replace last word Measengnvith the wordPAYMENT

Division 5
Page 5-8, Article 501-15 Measurement and Paymaietedthe 4th paragraph that begins The
guantity of lime, measured as provided ...
Page 5-14, Article 520-11 Measurement and Payriesitparagraph, second line, deletd be.
Division 6
Page 6-3, Article 600-9, 2nd Paragraph on this paggdace 818-5 with 818-

Pages 6-30 and 31, Subarticle 610-3(A)(13) Moveaagraphs from the margin to the right
under the number (13).

Page 6-43, Article 610-8, 4th paragraph, removditsiethe

Page 6-44, 2nd full paragraph; dentence, delete the firahd and addtransversejust before
cross-slope control.

Page 6-51, at the top of the page, &l@-140on the same line, and just before the heading
MAINTENANCE.

Page 6-53, Article 620-4 sixth paragraph, secorg] the word that should lpéhich.
Page 6-66, title, Replace EXISTNG wWHEXISTING

Page 6-66, Article 657-1, Description, first seetenreplace PS/AR (hot-poured rubber asphalt
with hot applied joint sealer

Page 6-66, Article 657-2, replace PS/AR (Hot-PowRabber Asphalt with the following:

Item Section
Hot Applied Joint Sealer 1028-2

Page 6-67, at the top of the page, substituteghdihg Section 654 with Secti6b7.

Page 6-67, Article 657-3 Construction Methods, padagraph, replace PS/AR sealant viath
applied joint sealer

Page 6-71, 660-9(B)(1), Replace the first sentetlke first paragraph with the following:

Using the quantities shown inTable 660-1 apply asphalt material to the existing surface
followed by an application of No. 78 M or lightweidpt aggregate

Page 6-89; Add a period at the end of the lasesertat the bottom of the page.

Page 6-90, Article 663-5, first paragraph, firshitsace, change 500F &°F; third paragraph,
fourth sentence change 3250R3&5°F.
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Division 7
Page 7-12, at the top of the page, substituteehdihg Section 710 with Secti@00.
Page 7-15, Article 710-9, 4th paragraph, last li@ange 710-11(B) to 7130(B).

Division 8
Page 8-13, Article 808-3, 4th Paragraph, third, Ineplace Eexcavation witixcavation
Page 8-35, Article 848-2, Item: Replace Cncreté @ibncrete

Division 9
Page 9-2, adf01-3just before CONSTRUCTION METHODS

Division 10

Page 10-12, near bottom of page &adt) before Proportioning and Mixing of Modified
Compositions, which should be bold type.

Page 10-28, at the top of the page, substitutad®etd® for 1005.

Page 10-54, Subarticle 1018-2A), First line, subki(B) for 11, third line, substitut€B)(2) for
l-b.

Pages 10-56, 10-58, 10-60 at the top of the patpstitute Section 1018 with Secti@20
Page 10-84, Table 1042-1, Class 2, Maximum, ch&oge 23r t023,

Page 10-84, Article 1042-2 Testing, last senteneplace the word alterations with the word
cycles

Page 10-100, Table 1056-1, replace on the lin@fapezoidal Tear Strength:

Type 1 Type 2 Type 3 Type 4
Class A Class B Soil Stabilization
451b 751b -- -- 751b

Page 10-116, Subarticle 1070-10, first paragragtpred sentence, add just before cold-forged
sleeve.

Pages 10-136 through 10-147, at the top of the, madpstitute Section 1074 with Sectibdi72

Page 10-157, Article 1077-11, first paragraph, geae reference from Subarticle 420-18(B) to
Subarticle 42@7(B).

Page 10-200, Subarticle 1080-14(B), change referem&STM D339
Page 10-211, at the top of the page, substitutBoBel081 with Sectiod082
Page 10-229, adtD88-6 BLANKon the line above 1088-7 TUBULAR MARKERS.

Page 10-244, add089-10 BLANK and 1089-11 BLANK on the lines just above 1089-12
FLAGGER.
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Page 10-272, delete Article 1098-6 in its entireBenumber Articles 1098-7 through 1098-17 as
Articles 1098-6 through 1098-16 consecutively.

Division 12
Page 12-21 Add266-2just before the heading MATERIALS.

Division 14
Page 14-33, Article 1413-6, first paragraph, fashtence, first line, replace madih paid for.

Division 15

o Page 15-2 addl500-4 just before the heading WEEKEND, NIGHT AND HOLIDAY
WORK.

o Page 15-4, Subarticle 1505-3(A)(2), replace the Bmel with the following: Provide
shielding or shoring as required under Section 15 as required elsewhere in the
contract.

o Page 15-5, adii505-60n the same line and just before the heading MEREMENT AND
PAYMENT. (Remove the period after PAYMENT.)

o Page 15-6, Article 1505-6(3), deleite Section 1175and replace it witlelsewhere in the
contract

o Page 15-8, addi510-40n the same line and just before the heading MBREMENT AND
PAYMENT.

o Page 15-10, substituBLANK for CONSTRUCTION REQUIREMENTS on the same line
and just before 1515-4.

o Page 15-10, substitu@ONSTRUCTION REQUIREMENTS for General Requirements
o Page 15-10, Article 1515-4, adD) just before the bolded Fire Hydrants.
o Page 15-13, Article 1520-3, 8th paragraph, pige after diameter.

o Page 15-22, add540-3 on the same line and just before the heading CGREITION
REQUIREMENTS.

o Page 15-28, Replace 1550-6 METHOD OF MEASUREMENThWAEASUREMENT
AND PAYMENT.
Division 16

o Page 16-12, Subarticle 1632-1(C) ¥4 Inch hardwarth cthange the minimum width from 24
inches to 48 inches.

END
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SPECIAL PROVISIONS

NOTES TO CONTRACTOR
The Contractor's attention is directed to the foifg:

The final lift used in full depth patching and mill patching shall consist of S9.5C surface
course on Map No. 1, and either S9.5B or S9.5C ondy No. 2 & 3.

The Contractor shall not close more than one ldneafiic without prior approval of the
Engineer.

Portable "Road Construction Ahead" signs may be uskeu of post mounted signs, as directed
by the Engineer.

The resurfacing of streets forming a part of theddr System shall be coordinated with the
appropriate Municipal Official so parking may benaved during construction.

The Paved Shoulders shall be resurfaced at the Slap® as presently exists.

Prior to resurfacing, the existing pavement marlkeesto be removed and the depressions filled
with an approved surface mix. No direct paymenklvalmade for performing this work. The
markers removed will become the property of theti@mtor.

The Standard Specifications, Section 610-7, "Trarigpion of Asphalt Mixture" is amended to
include the following: "All covers shall extend dowver the sides and back of the vehicle body
for a distance of 12 inches and shall be secuashehed."

The contractor will not be allowed to use compactBguipment in the vibratory mode on any
Type “A” and Type “B” superpave mixes. The contaaaill be required to obtain densities in
accordance with specifications. The contractor agy additional compaction equipment at his
option in order to achieve the required densities.

Shoulders must be completed prior to applicatiothefmoplastic pavement marking edgelines.

MINORITY BUSINESS ENTERPRISE AND WOMEN BUSINESS
ENTERPRISE:(PO & MUNICIPALITIES)

(10-16-07) (10-20-09) SP1G68
Policy

It is the policy of the North Carolina Departmerit Transportation that Minority Business
Enterprises (MBEs) and Women Business Enterpridé3Es) as defined isS 136-28.4shall

have the equal opportunity to compete fairly fod &m participate in the performance of contracts
financed in whole or in part by State Funds.
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Obligation

The Contractor, subcontractor, and sub-recipieatl stot discriminate on the basis of race,
religion, color, creed, national origin, sex, haagiping condition or age in the performance of
this contract. The Contractor shall comply witlplagable requirements d&S 136-28.4n the
award and administration of state funded contradtailure by the Contractor to comply with
these requirements is a material breach of thisraoty which may result in the termination of this
contract or such other remedy, as the Departmerhsi@ecessary.

Definitions

Commitment The approved MBE/WBE patrticipation submittedtbg prime contractor during
the bidding process.

Committed MBE/WBE Any MBE/WBE listed on the MBE/WBE commitmenttliapproved by
the Department at the time of bid submission or BMBE/WBE utilized as a replacement for
a MBE/WBE firm listed on the commitment list.

Department (DOT)North Carolina Department of Transportation (Saeiipality)

Municipality — The entity letting the contract, when this prowmsiefers to the Department or
DOT, it shall mean the municipality, if applicable.

Minority Business Enterprise (MBE} A firm certified as a Disadvantaged Minority-Oseh
Business Enterprise through the North CarolinaiebhiCertification Program

Women Business Enterprise (WBE)A firm certified as a Disadvantaged Women-Owned
Business Enterprise through the North CarolinaiebhiCertification Program.

MBE/WBE- This term is used for convenience only. MinoBiysiness Enterprise and Women
Business Enterprise are not interchangeable temdstlae goals for either or both are not
interchangeable.

Goal- The MBE/WBE patrticipation specified herein

Letter of Intent Written documentation of the bidder/offeror’s conment to use a MBE/WBE
subcontractor and confirmation from the MBE/WBEttias participating in the contract.

Manufacturer- A firm that operates or maintains a factory stablishment that produces on the
premises the materials or supplies obtained by th&ractor.

Regular Dealer- A firm that owns, operates, or maintains a stosarehouse, or other
establishment in which the materials or suppliegpired for the performance of the contract are
bought, kept in stock, and regularly sold to théliun the usual course of business. A regular
dealer engages in, as its principal business aitd own name, the purchase and sale or lease of
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the products in question. A regular dealer in dogk items as steel, cement, gravel, stone, and
petroleum products need not keep such productsorksif it owns or operates distribution
equipment. Brokers and packagers are not regasl@danufacturers or regular dealers within
the meaning of this section.

Form RS-1-D- Form for subcontracts involving MBE/WBE subcaaiors attesting to the
agreed upon unit prices and extensions for thetaffecontract items.

North Carolina Unified Certification Rygram - A program that provides comprehensive
information to applicants for certification, sudtat an applicant is required to apply only once for
a MBE/WBE certification that will be honored by adicipients of USDOT funds in the state and
not limited to the Department of TransportationyonThe Certification Program is in accordance
with 49 CFR Part 26

Standard Specifications The general term comprising all directions, prans, and
requirements contained or referred to in therth Carolina Department of Transportation
Standard Specifications for Roads and Structumes any subsequent revisions or additions to
such book that are issued under the 8tigplemental Specificatians

Contract Goal

The following goals for participation by Minority Biness Enterprises and Women Business
Enterprises are established for this contract.

(A)  Minority Business Enterprises (1.0) %

(1) If the goal is more than zerdhe Contractor shall exercise all necessary and
reasonable steps to ensure that Minority Businessrgrises participate in at least
the percent of the contract as set forth aboveeagadal.

(2) If the goal is zerpthe Contractor shall continue to recruit the MBisl report
the use of MBEs during the construction of the gcbj A good faith effort will
not be required with a zero goal.

(B) Women Business Enterprises (1.0) %

(1) If the goal is more than zerdhe Contractor shall exercise all necessary and
reasonable steps to ensure that Women BusinesgpEsee participate in at least
the percent of the contract as set forth aboveegaal.

(2) If the goal is zerpthe Contractor shall continue to recruit the WEiasl report

the use of WBEs during the construction of the gobj A good faith effort will
not be required with a zero goal.

20



Contract Requirement

The approved MBE/WBE participation submitted by t@entractor shall be th€ontract
Requirement.

Certified Transportation Firms Directory

Real-time information about firms doing businesthwhe Department and firms that are certified
through North Carolina’s Unified Certification Pmagn is available in the Directory of
Transportation Firms. The Directory can be acakssethe link on the Department’s homepage
or by enteringhttps://apps.dot.state.nc.us/vendor/directorythe address bar of your web
browser. Only firms identified as MBE/WBE certdién the Directory can be utilized to meet the
contract goals.

The listing of an individual firm in the Departmé&ntdirectory shall not be construed as an
endorsement of the firm’s capability to performtaar work.

Listing of MBE/WBE Subcontractors in Contract

Only those MBE/WBE firms with current certificaticare acceptable for listing in the bidder’s
submittal of MBE/WBE participation. The Contractshall indicate the following required
information:

(A) If the goal is more than zerbidders, at the time the bid proposal is submittdll
submit a listing of MBE/WBE patrticipation on thepappriate form (or facsimile thereof)
contained elsewhere in the contract documents derofor the bid to be considered
responsive. Bidders shall indicate the total dai&due of the MBE/WBE participation for
the contract. If the bidder has no MBE/WBE papttion, he shall indicate this on the
form “Listing of MBE/WBE Subcontractors” by entegirthe word or number zero. This
form shall be completed in its entiretBlank forms will not be deemed to represent
zero participation. Bids submitted that do not have WBE/MBE parttipn indicated
on the appropriate form will not be read publiclyridg the opening of bids. The
Department will not consider these bids for award #he proposal will be returned to the
bidder.

(B) If the goal is zerobidders at the time the bid proposal is submitsiall enter the word
“zero” or number “0” or if there is participatioradd the value on the “Listing of
MBE/WBE Subcontractors” (or facsimile thereof) cained elsewhere in the contract
documents.

Written Documentation — Letter of Intent
The bidder shall submit written documentation oé thidder/offeror’'s commitment to use

MBE/WBE subcontractors whose participation it subnido meet a contract goal and written
confirmation from each MBE/WBE, listed in the pread) indicating their participation in the
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contract. This documentation shall be submittetherDepartment’s form titled “Letter of Intent
to Perform as Subcontractor”. This letter of intlemm is available at:
http://www.ncdot.org/doh/preconstruct/ps/contrdet&rofintent.pdf.It shall be received in the

office of the Scott E. Cooke, P.E. no later tharD@zhoon of the sixth calendar day following
opening of bids.

If the bidder fails to submit the letter of inteinom each committed MBE/WBE listed in the
proposal indicating their participation in the a@at, the MBE/WBE participation will not count
toward meeting the goal.

Counting MBE/WBE Patrticipation Toward Meeting MBE/W BE Goal of Zero or More

(A)

(B)

If a firm is determined to be an eligible MBE/WHiEm, the total dollar value of the
participation by the MBE/WBE will be counted towatige contract requirement. The
total dollar value of participation by a certifisdBE/WBE will be based upon the value of
work actually performed by the MBE/WBE and the atfpayments to MBE/WBE firms
by the Contractor.

When a MBE/WBE performs as a participant in atjeenture, the Contractor may count
toward its MBE/WBE goal a portion of the total valwf participation with the
MBE/WBE in the joint venture, that portion of thetal dollar value being a distinct
clearly defined portion of work that the MBE/WBErfogms with its forces.

(©)

(2)

(1) The Contractor may count toward its MBE/WBEabonly expenditures to

MBE/WBEs that perform a commercially useful funatio the work of a contract.

A MBE/WBE performs a commercially useful functiorh@n it is responsible for

execution of the work of the contract and is cagyout its responsibilities by
actually performing, managing, and supervising\ioek involved. To perform a

commercially useful function, the MBE/WBE shallalse responsible with respect
to materials and supplies used on the contractnégotiating price, determining
quality and quantity, ordering the material andaltisg (where applicable) and
paying for the material itself. To determine wieeth MBE/WBE is performing a

commercially useful function, the Department wilakiate the amount of work
subcontracted, industry practices, whether the atnthe firm is to be paid under
the contract is commensurate with the work it isualty performing and the

MBE/WBE credit claimed for its performance of theonk, and other relevant
factors.

A MBE/WBE may enter into subcontracts. Worktth MBE/WBE subcontracts
to another MBE/WBE firm may be counted toward tbatcact goal. Work that
a MBE/WBE subcontracts to a non-MBE/WBE firm doed nount toward the
contract goal. If a MBE/WBE contractor or subcootoa subcontracts
a significantly greater portion of the work of tbentract than would be expected
on the basis of standard industry practices, th&aNMBE shall be presumed not
to be performing a commercially useful function.heTMBE/WBE may present
evidence to rebut this presumption to the Departnien commercially useful
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(D)

functions. The Department’s decision on the refudt this presumption will be
final.

(3) The following factors will be used to determihea MBE/WBE trucking firm is
performing a commercially useful function.

(@) The MBE/WBE shall be responsible for the manag# and supervision
of the entire trucking operation for which it issp@nsible on a particular
contract, and there shall not be a contrived agammt for the purpose of
meeting MBE/WBE goals.

(b) The MBE/WBE shall itself own and operate atsteane fully licensed,
insured, and operational truck used on the contract

(c) The MBE/WBE receives credit for the total valokthe transportation
services it provides on the contract using truckewns, insures, and
operates using drivers it employs.

(d) The MBE/WBE may lease trucks from another MBBE\firm, including
an owner-operator who is certified as a MBE/WBEe TMBE/WBE who
leases trucks from another MBE/WBE receives criedithe total value of
the transportation services the lessee MBE/WBE igeswon the contract.

(e) The MBE/WBE may also lease trucks from a nonEMABBE firm,
including from an owner-operator. The MBE/WBE wileases trucks
from a non-MBE/WBE is entitled to credit for thet&b value of
transportation services provided by non-MBE/WBEsées not to exceed
the value of transportation services provided byBYABBE-owned trucks
on the contract. Additional participation by norBE/WBE lessees
receives credit only for the fee or commissioreitaives as a result of the
lease arrangement. The value of services performeder lease
agreements between the MBE/WBE and Contractomwailicount towards
the contract requirement.

) For purposes of this paragraph, a lease smditate that the MBE/WBE
has exclusive use of and control over the truckis @iloes not preclude the
leased truck from working for others during thamesf the lease with the
consent of the MBE/WBE, so long as the lease gihes MBE/WBE
absolute priority for use of the leased truck. leebsucks shall display the
name and identification number of the MBE/WBE.

A contractor may count toward its MBE/WBE goals [@€rcent of its expenditures for

materials and supplies required to complete théraonand obtained from MBE/WBE
regular dealer and 100 percent of such expenditorasVIBE/WBE manufacturer.
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(E) A contractor may count toward its MBE/WBE goals tfollowing expenditures to
MBE/WBE firms that are not manufacturers or regdlealers:

(1) The fees or commissions charged by a MBE/WBIA for providing a bona fide
service, such as professional, technical, condultanmanagerial services, or for
providing bonds or insurance specifically requifedthe performance of a DOT-
assisted contract, provided the fees or commissiames determined to be
reasonable and not excessive as compared withafeesommissions customarily
allowed for similar services.

(2) The fees or commissions charged for assistarite procurement of the materials
and supplies, or for transportation charges fordilerery of materials or supplies
required on a job site (but not the cost of theemals and supplies themselves),
provided the fees are not from a manufacturer gulee dealer and provided the
fees are determined to be reasonable and not @xcess compared with fees
customarily allowed for similar services.

Good Faith Effort for Projects with Goals more thanZero

If the MBE/WBE participation submitted in the bigl the apparent lowest responsive bidder does
not meet or exceed the MBE/WBE contract goals,aearent lowest responsive bidder shall
submit to the Department documentation of its gémith efforts made to reach each contract
goal. One complete set and 5 copies of this infbion shall be received in the office of the
Division Project Manager no later than 12:00 nobthe sixth calendar day following opening of
bids. Where the information submitted includes repetgisolicitation letters it will be acceptable
to submit a representative letter along with arihistion list of the firms that were solicited.
Documentation of MBE/WBE quotations shall be a pafrthe good faith effort submittal as
necessary to demonstrate compliance with the factisted below which the Department
considers in judging good faith efforts. This doeutation may include written subcontractor
guotations, telephone log notations of verbal quata, or other types of quotation
documentation.

The following factors will be used to determin¢hi&é bidder has made adequate good faith effort:

(A)  Whether the bidder attended any pre-bid meetingswere scheduled by the Department
to inform MBE/WBESs of subcontracting opportunities.

(B)  Whether the bidder provided solicitations throad/lreasonable and available means (e.qg.
advertising in newspapers owned and targeted toMlBE/WBEs at least 10 calendar
days prior to bid opening). Whether the biddervied written notice to all MBE/WBEs
listed in the NCDOT Directory of Transportation rRg, within the Divisions and
surrounding Divisions where the project is locatibadt specialize in the areas of work (as
noted in the MBE/WBE Directory) that the bidderlwi subletting.
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(C)  Whether the bidder followed up initial solicitati® of interests by contacting MBE/WBEs
to determine with certainty whether they were ies¢ed. If a reasonable amount of
MBE/WBEs within the targeted Divisions do not prian intent to quote or no
MBE/WBEs specialize in the subcontracted areas,biider shall notify MBE/WBEs
outside of the targeted Divisions that specializehe subcontracted areas, and call the
Director of Business and Opportunity Workforce Depenent in the NCDOT Office of
Civil Rights to give notification of the bidderisability to get MBE/WBE quotes.

(D)  Whether the bidder selected portions of the warkb¢ performed by MBE/WBEs in
order to increase the likelihood of meeting thetat goals. This includes, where
appropriate, breaking out contract work items mtonomically feasible units to facilitate
MBE/WBE participation, even when the bidder migthieywise perform these work items
with its own forces.

(E)  Whether the bidder provided interested MBE/WBEghwdequate and timely information
about the plans, specifications and requirementseoontract.

(D) Whether the bidder negotiated in good faith witieiested MBE/WBESs without rejecting
them as unqualified without sound reasons base@ timorough investigation of their
capabilities. Any rejection should be noted inting with a description as to why an
agreement could not be reached.

(G) Whether quotations were received from interesteBEMVBE firms but rejected as
unacceptable without sound reasons why the quotati@re considered unacceptable.

(H)  Whether the bidder specifically negotiated wittb&ntractors to assume part of the
responsibility to meet the contract MBE/WBE goalsew the work to be sublet includes
potential for MBE/WBE participation.

() Whether the bidder made any efforts and/or offergsistance to interested MBE/WBEs
in obtaining the necessary equipment, suppliesenadg, insurance, and/or bonding to
satisfy the work requirements in the bid proposal.

@)) Any other evidence that the bidder submits whitlovs that the bidder has made
reasonable good faith efforts to meet the congaet.

If a bidder is the apparent lowest responsive lvidde more than one project within the same
letting located in the same geographic area ofstaée, as a part of the good faith effort the
Department will consider allowing the bidder to dmne the MBE participation as long as the
MBE overall goal value of the combined projectaabieved.

If a bidder is the apparent lowest responsive lwidde more than one project within the same
letting located in the same geographic area ofstaée, as a part of the good faith effort the
Department will consider allowing the bidder to d¢one the WBE participation as long as the
WBE overall goal value of the combined projectadkieved.
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If the Department does not award the contract ® dpparent lowest responsive bidder, the
Department reserves the right to award the contoattie next lowest responsive bidder that can
satisfy the Department that the contract goal @amét or that adequate good faith efforts have
been made to meet the goal.

MBE/WBE Replacement

The Contractor shall not terminate a committed MBBE subcontractor for convenience or
perform the work with its own forces or those of affliate. If the Contractor fails to
demonstrate reasonable efforts to replace a coetiBE/WBE firm that does not perform as
intended with another committed MBE/WBE firm or qaletes the work with its own forces
without the Engineer’s approval, the Contractor rbaydisqualified from further bidding for a
period of up to 6 months.

The Contractor shall comply with the following faaplacement of committed MBE/WBE.
(A) Performance Related Replacement

When a MBE/WBE is terminated or fails to complette work on the contract for any
reason, the Contractor shall take all necessaagor@ble steps to replace the MBE/WBE
subcontractor with another MBE/WBE subcontractopéoform at least the same amount
of work as the MBE/WBE that was terminated. Thent@actor is encouraged to first
attempt to find another MBE/WBE firm to do the saweark as the MBE/WBE that was
being terminated.

To demonstrate necessary, reasonable good fadhtsfthe Contractor shall document
the steps they have taken to replace any MBE/WBlitautractor who is unable to
perform successfully with another MBE/WBE subcociioa. Such documentation shall
include but not be limited to the following:

(1) Copies of written notification to MBE/WBEs thé#eir interest is solicited in
subcontracting the work defaulted by the previolBEYWBE subcontractor or in
subcontracting other items of work in the contract.

(2) Efforts to negotiate with MBE/WBESs for specifiabbids including, at a minimum:

(a) The names, addresses, and telephone numbMBEM/BESs who were
contacted.

(b) A description of the information provided to MBNBESs regarding the
plans and specifications for portions of the warlbe performed.

(3) For each MBE/WBE contacted but rejected as alifead, the reasons for the
Contractor’s conclusion.
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4) Efforts made to assist the MBE/WBEs contactedeeded, in obtaining bonding
or insurance required by the Contractor.

(B) Decertification Replacement

1) When a committed MBE/WBE is decertified by thepartment after a Request
for Subcontract has been received by the Deparintbat Department will not
require the Prime Contractor to solicit replacemdBE/WBE participation equal
to the remaining work to be performed by the délesdtfirm. The participation
equal to the remaining work performed by the dée=tfirm will count toward
the contract requirement.

(2) When a committed MBE/WBE is decertified prior the Department receiving a
Request for Subcontract for the named MBE/WBE fithe Prime Contractor
shall take all necessary and reasonable steps pacee the MBE/WBE
subcontractor with another MBE/WBE subcontractop¢oform at least the same
amount of work to meet the contract goal or dematstthat it has made a good
faith effort to do so.

Changes in the Work

When the Engineer makes changes that result irgtiection or elimination of work to be
performed by a committed MBE/WBE, the Contractoll wot be required to seek additional
participation. When the Engineer makes changdsrésalt in additional work to be performed
by a MBE/WBE based upon the Contractor’'s commitméme MBE/WBE shall participate in
additional work to the same extent as the MBE/WBEipipated in the original contract work.

When the Engineer makes changes that result ira extirk, which has more than a minimal
impact on the contract amount, the Contractor sieak additional participation by MBE/WBEs
unless otherwise approved by the Engineer.

When the Engineer makes changes that result itematgon of plans or details of construction
and a portion or all of work had been expecteda@érformed by a committed MBE/WBE, the
Contractor shall seek participation by MBE/WBEsassl otherwise approved by the Engineer.

When the Contractor requests changes in the watkrdsult in the reduction or elimination of
work that the Contractor committed to be perforrogda MBE/WBE, the Contractor shall seek
additional participation by MBE/WBEs equal to tlegluced MBE/WBE participation caused by
the changes.

Reports
All requests for subcontracts involving MBE/WBE suohtractors shall be accompanied by
a certification executed by both the Prime Contraeind the MBE/WBE subcontractor attesting

to the agreed upon unit prices and extensionshieraffected contract items. This information
shall be submitted on the Department Form RS-Io€gtkd at:
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http://www.ncdot.org/doh/forms/files/FORMRS-1-D.dognless otherwise approved by the
Engineer. The Department reserves the right tairegopies of actual subcontract agreements
involving MBE/WBE subcontractors.

Within 30 calendar days of entering an agreemetit @iMBE/WBE for materials, supplies or
services, not otherwise documented by a RequestStdicontract as specified above, the
Contractor shall furnish the Engineer a copy of algegeement. The documentation should also
indicate the percentage (60% or 100%) of expereltalaimed for MBE/WBE credit.

All certifications will be considered a part of theoject records, and consequently will be subject
to penalties under State Law associated with ifzdsibns of records related to projects.

Commitment

MBE/WBE firms submitted with the Letter of Intend participate in the work shall be used
unless otherwise approved by the Department. &lomg for replacement of MBE/WBE firms
are included in this provision.

Reporting MBE/WBE Participation

(A) The Contractor shall provide the Engineer with amtounting of payments made to
MBE/WBE firms, including material suppliers, corgtars at all levels (prime,
subcontractor, or second tier subcontractor). &hisounting shall be furnished to the
Engineer for any given month by the end of theofeihg month. Failure to submit this
information accordingly may result in the followiagtion:

(1) Withholding of money due in the next partiay @stimate; or

(2) Removal of an approved contractor from the padified bidders list or the
removal of other entities from the approved sub@mors list.

(B) The Contractor shall report the accounting of payi® on the Department’'s MBE/WBE
Subcontractor Payment Information Form DBE-IS, Wwhicis available at
http://www.ncdot.org/doh/forms/files/ DBE-IS.xIS'his shall be reported to the State
Contractor Utilization Engineer.

(C) Contractors reporting transportation services plex/ by non-MBE/WBE lessees shall
evaluate the value of services provided duringntbath of the reporting period only.

Prior to payment of the final estimate, the Cortwashall furnish an accounting of total payment
to each MBE/WBE. A responsible fiscal officer bétpayee contractor, subcontractor, or second
tier subcontractor who can attest to the date amoluats of the payments shall certify that the
accounting is correct.
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While each contractor (prime, subcontractor, 2ed subcontractor) is responsible for accurate
accounting of payments to MBE/WBEs, it shall be phene contractor’s responsibility to report
all monthly and final payment information in thergt reporting manner.

Because NCDOT funding is being used to fund thiggat, failure on the part of the Contractor
to submit the required information in the time feaspecified may result in the disqualification of
that contractor and any affiliate companies fromthier bidding on any NCDOT funded projects
until the required information is submitted.

Because NCDOT funding is being used to fund thisjeut, failure on the part of any
subcontractor to submit the required informatiorthe time frame specified may result in the
disqualification of that contractor and any affdiacompanies from further working on any State
or Federally funded projects until the requireadiniation is submitted.

Failure to Meet Contract Requirements

Failure to meet contract requirements in accordamitle Article 102-16(J) of theStandard
Specificationsnay be cause to disqualify the Contractor.

COOPERATION WITH STATE FORCES AND OTHER
CONTRACTORS

The Contractor must cooperate with State forcesodimelr contractors working within the limits
of this project as directed by the Engineer.

DAMAGE TO EXISTING PAVEMENT, BASE, SUBGRADE, AND
PROPOSED PAVEMENT

In addition to the requirements of the Standardcfipationsconcerning this subject, the
Contractor is cautioned that he will be held resae for all damages to the pavement, base, and
subgrade caused by his operations, including bulmied to, rutting and shoving of the existing
or proposed pavement and yielding or rutting ofdkisting base and subgrade.

The Contractor is cautioned to limit the weightha equipment and the frequency of hauls so as
to not damage the existing pavement, base, subgratithe proposed pavement.

Any subgrade or base failures which the Contrafatds prior to the beginning of his operations
or during the conditioning of the existing base tar®e brought to the attention of the Engineer
in writing. Repairs to those areas will be mad®YT forces. Once these deficient areas have
been repaired, the requirements of this Specialitom will fully apply.
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DRIVEW AYS AND PRIVATE PROPERTY

The Contractor shall maintain access to drivewayslf residents and property owners
throughout the life of the project.

The Contractor shall not perform work for privatézens or agencies in conjunction with this
project or within the project limits of this contta Any driveway paved by a Contractor which
ties into a NCDOT system road being paved by theti@ator must be paved either prior to the
road paving project or after its completion.

NIGHT OPERATIONS

The Contractor may, with the approval of the Engineonduct his operations during night
hours. For the purposes of this contract, nightrbighall be defined as the period between dusk
and dawn when natural light, as determined by thgirteer or his representative, is insufficient to
safely and effectively perform contract operations.

If the Contractor elects to perform any phase isf¢bntract during night hours, he shall submit,
in writing, to the Engineer, a full and completarpfor traffic control and construction lighting
which shall be approved prior to beginning congiounc

All traffic control devices shall meet the requiremts for night use as set forth in the North
Carolina Department of Transportation Standard Bpe&tons for Roads and Structures, North
Carolina Department of Transportation Roadway Siesel Drawingsand the current Manual of
Uniform Traffic Control DeviceMUTCD).

No direct payment shall be made for Night OperatioNight Operations shall be incidental to
other items bid.

MAINTENANCE OF PROJECT

The Contractor shall be responsible for maintaitimgproject as directed by Section 104-10 in
the Standard Specificatians

NOTIFICATION OF OPERATIONS

The Contractor shall notify the Engineer one weeldvance of beginning work on this project.
The Contractor shall give the Engineer sufficietice of all operations for any sampling,
inspection or acceptance testing required. It shb& noted that grading, draining, and
stabilizing operations on the subject routes veligerformed by Departmental Forces. All routes
may not be available by the above listed date.
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ON-THE-JOB TRAINING

(10-16-07) (Rev 7-21-09) Z-10

Description

The North Carolina Department of Transportation adiminister a custom version of the Federal
On-the-Job Training (OJT) Program, commonly reférne as the Alternate OJT Program. All
contractors (existing and newcomers) will be autiically placed in the Alternate Program.
Standard OJT requirements typically associated wdlvidual projects will no longer be applied
at the project level. Instead, these requiremesiitsoe applicable on an annual basis for each
contractor administered by the OJT Program Manager.

On the Job Training shall meet the requirement23o€FR 230.107 (b), 23 USC — Section 140,
this provision and the On-the-Job Training Proghdamual.

The Alternate OJT Program will allow a contractorttain employees on Federal, State and
privately funded projects located in North Caralindowever, priority shall be given to training
employees on NCDOT Federal-Aid funded projects.

Minorities and Women

Developing, training and upgrading of minoritieslamomen toward journeyman level status is a
primary objective of this special training provisicAccordingly, the Contractor shall make every
effort to enroll minority and women as traineeshe extent that such persons are available within
a reasonable area of recruitment. This trainingradment is not intended, and shall not be used,
to discriminate against any applicant for trainmdpether a member of a minority group or not.

Assigning Training Goals

The Department, through the OJT Program Managédrasgign training goals for a calendar year
based on the contractors' past three years’ actand the contractors' anticipated upcoming
year’s activity with the Department. At the begmynof each year, all contractors eligible will be
contacted by the Department to determine the nurobérainees that will be assigned for the
upcoming calendar year. At that time the Contnactwall enter into an agreement with the
Department to provide a self-imposed on-the-jolinitng program for the calendar year. This
agreement will include a specific number of anrtuahing goals agreed to by both parties. The
number of training assignments may range from 15@er contractor per calendar year. The
Contractor shall sign an agreement to fulfill tremnual goal for the year. A sample agreement is
available atvww.ncdot.org/business/ocs/ojt/.

Training Classifications

The Contractor shall provide on-the-job trainingned at developing full journeyman level
workers in the construction craft/operator possionPreference shall be given to providing
training in the following skilled work classificatns:

Equipment Operators Office Engineers
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Truck Drivers Estimators

Carpenters Iron / Reinforcing Steel Workers
Concrete Finishers Mechanics
Pipe Layers Welders

The Department has established common trainingsifitadions and their respective training

requirements that may be used by the contractblswever, the classifications established are
not all-inclusive. Where the training is orientedvard construction applications, training will be

allowed in lower-level management positions such ddfice engineers and estimators.

Contractors shall submit new classifications foeaic job functions that their employees are
performing. The Department will review and recomohdor acceptance to FHWA the new

classifications proposed by contractors, if applea New classifications shall meet the following
requirements:

Proposed training classifications are reasonabl® r@alistic based on the job skill
classification needs, and

The number of training hours specified in the trgnclassification is consistent with
common practices and provides enough time for thmde to obtain journeyman level
status.

The Contractor may allow trainees to be traine@ Isybcontractor provided that the Contractor
retains primary responsibility for meeting the rtinag and this provision is made applicable to the
subcontract. However, only the Contractor willaee credit towards the annual goal for the
trainee.

Where feasible, 25 percent of apprentices or tesime each occupation shall be in their first year
of apprenticeship or training. The number of tam shall be distributed among the work
classifications on the basis of the contractor'sdseand the availability of journeymen in the
various classifications within a reasonable areseofuitment.

No employee shall be employed as a trainee in Esgiication in which they have successfully
completed a training course leading to journeyn®rell status or in which they have been
employed as a journeyman.

Records and Reports

The Contractor shall maintain enrollment, monthig @ompletion reports documenting company
compliance under these contract documents. Thesantents and any other information as
requested shall be submitted to the OJT Programalytan

Upon completion and graduation of the program,Gbatractor shall provide each trainee with a
certification Certificate showing the type and #ngf training satisfactorily completed.

Trainee Interviews
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All trainees enrolled in the program will receive mitial and Trainee/Post graduate interview
conducted by the OJT program staff.

Trainee Wages

Contractors shall compensate trainees on a gradupfly scale based upon a percentage of the
prevailing minimum journeyman wages (Davis-Bacom) AdMinimum pay shall be as follows:

60 percent of the journeyman wage for the first diadhe training period

75 percent of the journeyman wage for the thirdrgauaof the training period
90 percent of the journeyman wage for the lasttguaf the training period

In no instance shall a trainee be paid less thanatal minimum wage. The Contractor shall
adhere to the minimum hourly wage rate that witista both the NC Department of Labor

(NCDOL) and the Department.

Achieving or Failing to Meet Training Goals

The Contractor will be credited for each traineeplyed by him on the contract work who is

currently enrolled or becomes enrolled in an appdoprogram and who receives training for at
least 50 percent of the specific program requirémdmainees will be allowed to be transferred
between projects if required by the Contractortsesitiled workload to meet training goals.

If a contractor fails to attain their training agsnents for the calendar year, they may be taklen of
the NCDOT’s Bidders List.

Measurement and Payment

No compensation will be made for providing requitegning in accordance with these contract
documents.

PLAN, DETAIL AND QUANTITY ADJUSTMENTS
The Department reserves the right to make, atiemgyduring the progress of the work, such

alterations in plans or the details of construcasmmay be found necessary or desirable by the
Engineer to complete the project.

PRECONSTRUCTION CONFERENCE

In accordance with Section 108-3 of the StandaetBpations, a preconstruction conference
will be required prior to beginning work.
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PROSECUTION AND PROGRESS

The Contractor shall pursue the work diligentlyhagorkmen in sufficient numbers, abilities, and
supervision, and with equipment, materials, anchods of construction as may be required to
complete the work described in the contract byctirapletion date and in accordance with
Section 108 of the Standard Specifications

Work shall only be performed when weather and Nitgiltonditions allow safe operations.

The Contractor shall temporarily remove his equipinieom the travelway for emergency vehicles
and school buses as directed by the Engineer.

SUBSURFACE INFORMATION

(7-1-95) SP1 G112

There isno subsurface information available on this projethe Contractor shall make his own
investigation of subsurface conditions.

ASPHALT PAVEMENTS - SUPERPAVE

(7-18-06)(Rev 4-20-10) SP6 RO1
Revise the2006 Standard Specificatioas follows:
Page 6-2, Article 600-9 Measurement and Payment, ldee the second paragraph.

Page 6-12, Subatrticle 609-5(C)2, Required Samplirand Testing Frequencies, first partial
paragraph at the top of the page, delete last semtee and add the following:

If the Engineer allows the mix to remain in plapayment will be made in accordance
with Article 105-3.

Page 6-12, Subarticle 609-5(C)2, QUALITY CONTROL MNIMUM SAMPLING AND
TESTING SCHEDULE

First paragraph, delete and replace with the followng.

Sample and test the completed mixture from eachdesign per plant per year at the
following minimum frequency during mix production:

Second paragraph, delete the fourth sentence, anéplace with the following
When daily production of each mix design exceedstd®s and a regularly scheduled full
test series random sample location for that mixgedoes not occur during that day’'s

production, perform at least one partial test secensisting of Items A and B in the
schedule below.
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Page 6-12, Subarticle 609-5(C)2(c) Maximum SpecifiGravity, add after (AASHTO
T 209):

or ASTM D 2041

Page 6-13, last line and on page and Page 6-14, &uicle 609-5(C)(2)(e) Tensile Strength
Ratio (TSR), add a heading before the first paragrph as follows:

() Option 1

Insert the following immediately after the first paragraph:

(i) Option 2
Mix sampled from truck at plant with one set of gpens prepared by the
Contractor and then tested jointly by QA and QG ahutually agreed upon lab
site within the first 7 calendar days after begignproduction of each new mix
design.

Second paragraph, delete and replace with the follang:

Test all TSR specimens required by either optiotesh@bove on either a recording test
press or a test press that maintains the peakrézating after the specimen has broken.

Subarticle 609-5(C)(3) Control Charts, delete the exond sentence of the first
paragraph and replace with the following:

For mix incorporated into the project, record ftéist series data from all regularly
scheduled random samples or directed samples ¢p&ice regularly scheduled random
samples, on control charts the same day the tesitsere obtained.

Page 6-15, Subarticle 609-5(C)(3) Control Chartsjrét paragraph on this page, delete the
last sentence and substitute the following

Denote the moving average control limits with alhdgseen line and the individual test
limits with a dash red line.

Subatrticle 609-5(C)(3)(a), (b) and (c), replace (dp) and (c) with the following:

(a) A change in the binder percentage, aggregatedpbr G, is made on the JMF,
or,

(b) When the Contractor elects to stop or is remguio stop production after one or

two moving average values, respectively, fall @édhe moving average limits as
outlined in subarticle 609-5(C)6 or,
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(c) If failure to stop production after two constee moving averages exceed the
moving average limits occurs, but production daep &t a subsequent time, re-
establish a new moving average beginning at theaaptoduction stop point.

Subarticle 609-5(C)(4) Control Limits, replace the first paragraph and the
CONTROL LIMITS Table on page 6-16 with the following.

The following are established as control limits foix production. Apply the individual
limits to the individual test results. Control lismfor the moving average limits are based
on a moving average of the last 4 data points. WAalb control limits to the applicable
target source.

CONTROL LIMITS
Mix Control Criteria  Target Source Moving Average Individual Limit

Limit

2.36 mm Sieve JMF 4.0 % +8.0 %
0.075mm Sieve JMF +1.5% 2.5%
Binder Content JMF 0.3 % 0.7 %
VTM @ Nges JMF +1.0 % 2.0 %
VMA @ Nges Min. Spec. Limit =~ Min Spec. Limit -1.0%
Po_o7d PbeRatiO 1.0 +0.4 +0.8
%Gmm @ N Max. Spec. Limit N/A +2.0%
TSR Min. Spec. Limit N/A - 15%

Page 6-16, Subarticle 60%{C)(5) Warning Bands, delete this subarticlesremtirety.

Pages 6-16 through 6-19, Subarticle 609-5(C)(6), ld& the word "warning" and substitute
the words "moving average".

Page 6-16, Subarticle 609-5(C)(6) Corrective Actian first paragraph, first sentence, delete
and replace with the following:

Immediately notify the Engineer when moving avesageceed the moving average limits.
Page 6-17, third full paragraph, delete and replacevith the following:

Failure to stop production when required due tanaiividual mix test not meeting the

specified requirements will subject all mix fronetktop point tonnage to the point when

the next individual test is back on or within thevimg average limits, or to the tonnage

point when production is actually stopped, whiclmewecurs first, to being considered

unacceptable.

Sixth full paragraph, delete the first, second, andhird sentence and replace with
the following:
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Immediately notify the Engineer when any moving rage value exceeds the moving
average limit. If two consecutive moving averagdugs for any one of the mix control
criteria fall outside the moving average limitsase production of that mix, immediately
notify the Engineer of the stoppage, and make &dprsts. The Contractor may elect to
stop production after only one moving average vdalis outside the moving average

limits.

Page 6-18, Subarticle 609-5(C)(6) Corrective Actiansecond full paragraph, delete and
replace with the following:

If the process adjustment improves the properguestion such that the moving average
after four additional tests is on or within the nmgvaverage limits, the Contractor may
continue production with no reduction in payment

Page 6-18, delete the third and fourth full paragrahs, including the Table for Payment for
Mix Produced in the Warning Bands and substitute tle following:

If the adjustment does not improve the propertguestion such that the moving average
after four additional individual tests is outside tmoving average limits, the mix will be

evaluated for acceptance in accordance with Artl€dé-3. Reduced payment for or

removal of the mix in question will be applied sitag from the plant sample tonnage at
the stop point to the sample tonnage when the mawerage is on or within the moving

average limits. In addition, any mix that is olusty unacceptable will be rejected for use
in the work.

Page 6-19, First paragraph, delete and replace wittine following:

Failure to stop production and make adjustmentsnwkequired due to two consecutive
moving average values falling outside the movingrage limits will subject all mix
produced from the stop point tonnage to the tonmmget when the moving average is
back on or within the moving average limits or be tonnage point when production is
actually stopped, whichever occurs first, to beiogsidered unacceptable. Remove this
material and replaced with materials that complghwine Specifications at no additional
costs to the Department, unless otherwise approfZzsyment will be made for the actual
guantities of materials required to replace theowsd quantities, not to exceed the
original amounts.

Page 6-20, Subarticle 609-5(D)(1) General, deleteetthird full paragraph, and replace with
the following:

Perform the sampling and testing at the minimunt tejuencies as specified above.
Should the density testing frequency fail to mdet tminimum frequency as specified
above, all mix without the required density tespresentation will be considered
unsatisfactory. If the Engineer allows the mixémain in place, payment will be made in
accordance with Article 105-3.
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Page 6-22, Subarticle 609-5(D)(4) Nuclear Gauge Dsty Procedures, third paragraph,
insert the following as the second sentence:

Determine the Daily Standard Count in the presaidde QA Roadway Technician or
QA Nuclear Gauge Technician on days when a coatripl is being placed.

Page 6-23, Subarticle 609-5(D)(5) Limited Productio Procedure, delete the first paragraph
including (a), (b), (c) and substitute the followin:

Proceed on limited production when, for the sametgpe and on the same contract, one
of the following conditions occur (except as noitethe first paragraph below).

(a) Two consecutive failing lots, except on resurfating
(b)  Three consecutive failing lots on resurfacing*
(c) Two consecutive failing nuclear control strips.

* Resurfacing is defined as the first new uniforaydr placed on an existing
pavement.

Page 6-25, Article 609-6 Quality Assurance, DensiQuality Assurance, insert the following
items after item (E):

(F) By retesting Quality Control core samples from cohtstrips (either core or
nuclear) at a frequency of 100% of the frequenquired of the Contractor;

(G) By observing the Contractor perform all standardnts of the Quality Control
nuclear gauge prior to usage each nuclear deesiting day; or

(H) By any combination of the above

Page 6-28, Subarticle 610-3(A) Mix Design-Generalelete the fourth and fifth paragraphs
and replace with the following

Reclaimed Asphalt Pavement (RAP) or Reclaimed Asp8hingles (RAS) may be
incorporated into asphalt plant mixes in accordamitie Article 1012-1 and the following
applicable requirements.

Reclaimed asphalt pavement (RAP) may constituteo % of the total material used in
recycled mixtures, except for mix Type S 12.5D, &y 9.5D, and mixtures containing
reclaimed asphalt shingle material (RAS). Recldirasphalt shingle (RAS) material may
constitute up to 6% by weight of total mixture &ty mix. When both RAP and RAS are
used, do not use a combined percentage of RAS ARddgReater than 20% by weight of
total mixture, unless otherwise approved. Whenpércent of binder contributed from
RAS or a combination of RAS and RAP exceeds 20%nbtimore than 30% of the total
binder in the completed mix, the virgin binder Padg shall be one grade below (both
high and low temperature grade) the binder gradeifggd in Table 610-2 for the mix
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type, unless otherwise approved. When the pewdeoinder contributed from RAS or a
combination of RAS and RAP exceeds 30% of the totader in the completed mix, the
Engineer will establish and approve the virgin BinBG grade. Use approved methods to
determine if any binder grade adjustments are sacg$o achieve the performance grade
for the specified mix type.

For Type S 12.5D and Type S 9.5D mixes, the maximppamentage of reclaimed asphalt
material is limited to 20% and shall be producedgisirgin asphalt binder grade PG 76-
22. For all other recycled mix types, the virginder PG grade shall be as specified in
Table 610-2A for the specified mix type.

When the percentage of RAP is greater than 20%dumore than 30% of the total
mixture, use RAP meeting the requirements for gsee or fractionated RAP in
accordance with the requirements of Section 1012-1.

When the percentage of RAP is greater than 30%eofdtal mixture, use an approved
stockpile of RAP in accordance with Section 1012)1(Use approved test methods to
determine if any binder grade adjustments are sacg$o achieve the performance grade
for the specified mix type. The Engineer will ddish and approve the virgin asphalt
binder grade to be used.
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Page 6-34Subarticle 610-3(C),

Delete Table 610-2 and associated notes. Sulesthatfollowing:

TABLE 610-2
SUPERPAVE MIX DESIGN CRITERIA
Mix Design = Binder = Compaction Max. Volumetric Properties (c)
Type ESALs PG Levels No. Rut
Millions = Grade @ Gyrations @  Depth
(@) (b) (mm)
Nini Nes VMA VTM VFA %G mm
% Min. % Min. - Max. @ Npni
S-4.75Ke) <0.3 64 -22 6 50 - 200 7.0-150 --- -----
SF-9.5A <0.3 64 -22 6 50 11.5 16.0 3.0-5.0 80- <915
S-9.5B 0.3-3 64 -22 7 65 9.5 15.5 3.0-5.0 86- <905
S-9.5C 3-30 70 -22 7 75 6.5 15.5 3.0-5.0 68 -7 <90.5
S-9.5D > 30 76 -22 8 100 4.5 15.5 3.0-5.0 65 - 78 <90.0
S-12.5C 3-30 70 -22 7 75 6.5 14.5 3.0-5.0 B8 - <905
S-12.5D > 30 76 -22 8 100 4.5 14.5 3.0-5.0 68 -7 <90.0
[-19.0B <3 64 -22 7 65 - 13.5 3.0-5.0 638B-7 <905
[-19.0C 3-30 64 -22 7 7 - 13.5 3.0-50 -68 <90.0
[-19.0D > 30 70 -22 8 100  ----- 13.5 3.0-5.0 6B8- <90.0
B-25.0B <3 64 -22 7 65 - 12.5 3.0-5.0 63B-7 <90.5
B-25.0C >3 64 -22 7 75 - 12.5 3.0-5.0 6B-7 <90.0
Design Parameter Design Criteria
All Mix 1. Dust to Binder Ratio @375/ Poe) 06-1.4
Types 2. Retained Tensile Strength (TSR) 85% Min. (d)

(AASHTO T283 Modified)

Notes: (a) Based on 20 year design traffic.
(b) When Recycled Mixes are used, select the bigdde to be added in accordance
with Subarticle 610-3(A).
(c) Volumetric Properties based on specimens cotagdo Nesas modified by the
Department.
(d) AASHTO T 283 Modified (No Freeze-Thaw cyclejuged). TSR for
Type S 4.75A, Type B 25.0B, and Type B 25.0Ceawmiis 80% minimum.
(e) Mix Design Criteria for Type S 4.75A may bedified subject to the approval of
the Engineer.
Page 6-34, Insert the following immediately after @ble 610-2:
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TABLE 610-2A
SUPERPAVE MIX DESIGN CRITERIA
Percentage of RAP in Mix

Category 1 Category 2 Category 3
Mix Type % RAP 20.1%< %RAP <£30.0% %RAP > 30.0%
<20%
All A and B Level PG 64 -22 PG 64 -22 TBD
Mixes, 119.0C, B25.0C
S9.5C, S12.5C, 119.0D PG 70 -22 PG 64-22 TBD
S 9.5D and S12.5D PG 76-22 N/A N/A

Note: (1) Category 1 RAP has been processed to axmaum size of 2 inches.

(2) Category 2 RAP has been processed to a maximwnze of 1 inch by either crushing and or
screening to reduce variability in the gradations.

(3) Category 3 RAP has been processed to a maximwgize of 1 inch, fractionating the RAP
into 2 or more sized stockpiles

Page 6-35, Table 610-3 delete and replace with tf@lowing:

TABLE 610-3

ASPHALT PLACEMENT- MINIMUM TEMPERATURE REQUIREMENTS

Asphalt Concrete Mix Type Minimum Air Minimum Surface
Temperature Temperature

ACBC, Type B 25.0B, C, B 37.5C 35°F 35F
ACIC, Type 1 19.0B, C, D 35°F 35F
ACSC, Type S 4.75A, SF 9.5A, S 9.5B 40°F SCF*
ACSC, Type S 9.5C, S 12.5C 45°F SCF
ACSC, Type S 9.5D, S 12.5D 50°F SCF

* 35°F if surface is soil or aggregate base for secgnaead construction.

Page 6-44, Article 610-8 Spreading and Finishinghird full paragraph, replace the first
sentence with the following

Use the 30 foot minimum length mobile grade refeeemystem or the non-contacting
laser or sonar type sWith at least four referencing stations mountedtiom paver at a
minimum length of 24 fe&b control the longitudinal profile when placingetimitial lanes
and all adjacent lanes of all layers, includingureging and asphalt in-lays, unless
otherwise specified or approved.
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Page 6-50, Article 610-13 Density Acceptance, dedethe second paragraph and replace
with the following:

As an exception, when the first layer of mix isuafgce course and is being placed directly
on an unprimed aggregate or soil base, the laydr bei included in the "Other"
construction category.

Page 6-50, Article 610-13 Density Acceptance, dadethe formula and description in the
middle of the page and replace with the following

PF =100 - 10(D)*°
where: PF = Pay Factor (computed to 0.1%)
D = the deficiency of the lot average density,

not to exceed 2.0%

Page 6-53, Article 620-4 Measurement and Payment:
Sixth paragraph, delete the last sentence.
Seventh paragraph, delete the paragraph and replaceith the following:
The adjusted contract unit price will then be agplio the theoretical quantity of asphalt
binder authorized for use in the plant mix placedirdy the partial payment period
involved, except that where recycled plant mix s&dj the adjusted unit price will be
applied only to the theoretical number of tons dflisonal asphalt binder materials
required by the job mix formula.

Page 6-54, Article 620-4 Measurement and Paymentl@ the following pay item:

Pay Item Pay Unit
Asphalt Binder for Plant Mix, Grade PG 70-28 Ton

Page 6-69, Table 660-1 Material Application Ratesnal Temperatures, add the following

Type of | Grade of Asphalt ~ Asphalt Rate =~ Application Aggregate Aggregate

Coat gallyd® Temperatur Size Rate Ib./sq. yd.
e°F Total
Sand Seal CRS-2 or 0.22-0.30 150-175 Blotting 12-15
CRS-2P Sand

Page 6-75, Subarticle 660-9(B), add the followingsaub-item (5)
(5) Sand Seal
Place the fully required amount of asphalt matémiane application and immediately

cover with the seal coat aggregate. Uniformly agréhe fully required amount of
aggregate in one application and correct all nafeun areas prior to rolling.
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Immediately after the aggregate has been unifospigad, perform rolling.
When directed, broom excess aggregate materialtihersurface of the seal coat.
When the sand seal is to be constructed for tempgsealing purposes only and will
not be used by traffic, other grades of asphalten@tmeeting the requirements of
Articles 1020-6 and 1020-7 may be used in lieuhef grade of asphalt required by
Table 660-1 when approved.
Page 6-76, Article 661-1 Description, add the folang as the 2nd paragraph:

Provide and conduct the quality control and reqgluitesting for acceptance of the UBWC

in accordance witlQuality Management System for Asphalt Pavement\El; PADL,

and Ultra-Thin HMA Version)included in the contract.

Page 6-76, Article 661-2 Materials, add the followg after Asphalt Binder, Grade 70-28:

ltem Section
Asphalt Binder, Grade 76-22 1020
Reclaimed Asphalt Shingles 1012

Page 6-78, Subarticle 661-2(E), Asphalt Binddror Plant Mix, Grade PG 70-28, rename as
ASPHALT BINDER FOR PLANT MIX and add the following as the first paragraph:

Use either PG 70-28 or PG 76-22 binder in the neigigh. Where PG 76-22 is being
used in the production of Ultra-thin, the gradeasphalt binder to be paid for will be PG
70-28, unless otherwise approved.

Page 6-79, Subarticle 661-2(G), Composition of Mixadd the following as the third
sentence of the first paragraph.

The percent of asphalt binder contributed fromRi&S shall not exceed 20% of the total
binder in the completed mix.
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Page 6-80, Article 661-2(G) Composition of Mix, relace Table 661-4 and associated notes
with the following:

TABLE 661-4 — MIXTURE DESIGN CRITERIA
Gradation Design Criteria (% Passing by Weight)

Standard Sieves 1/2 in. Type A 3/8in. Type B 1/4in. Type C
ASTM mm (% Passing by Weight)
¥4 inch 19.0 100
Y inch 12.5 85 - 100 100
3/8 inch 9.5 60 - 80 85 - 100 100
#4 4.75 28 - 38 28 — 44 40 - 55
#8 2.36 19-32 17 -34 22 - 32
#16 1.18 15-23 13-23 15-25
#30 0.600 10-18 8-18 10-18
#50 0.300 8-13 6-13 8-13
#100 0.150 6-10 4-10 6-10
#200 0.075 40-7.0 3.0-7.0 40-7.0

Mix Design Criteria
1/2in. Type A 3/8in. Type B 1/4 in. Type C

Asphalt Content, % 4.6 -5.6 46-5.8 5.0-5.8
Draindown Test, 0.1% max.

AASHTO T 305

Moisture Sensitivity, 80% min.

AASHTO T 283*

Application Rate, Ib/ yd 90 70 50
Approximate Application Depth, 3/4 5/8 1/2

in.

Asphalt PG Grade, PG 70-28 or PG 70-28 or PG 70-28 or
AASHTO M 320 PG 76-22 PG 76-22 PG 76-22

NOTE: *Specimens for T-283 testing are to be coetgxh using the SUPERPAVE gyratory

compactor. The mixtures shall be compacted usi@g gyrations to achieve specimens
approximately 95 mm in height. Use mixture and paation temperatures recommended by
the binder supplier.

Page 6-80, Subarticle 661-3(A) Equipment, adithe following as the first paragraph

Use asphalt mixing plants in accordance with Aeticbl0-5 of the Standard
Specifications

Page 6-82, Subarticle 661-3(C), Application of Ula-thin Bonded Wearing Course, delete
the first paragraph and add the following as the fist and second paragraphs.

Use only one asphalt binder PG grade for the eptiogect, unless the Engineer gives
written approval.
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Do not place Ultra-thin Bonded Wearing Course betw®ctober 31 and April 1, when
the pavement surface temperature is less than ®0th a wet pavement. In addition,
when PG 76-22 binder is used in the JMF, placentbaring course only when the road
pavement surface temperature is 60°F or highetlandir temperature in the shade away
from artificial heat is 60°F or higher.

Page 10-40, Subarticle 1012-1(A)add the following at the end of the last paragrdpst
sentence:

or ultra-thin bonded wearing course.

Page 10-41, Table 1012-1, delete the entries for @&C and add new entries for OGAFC
and a row for UBWC with entries:

Mix Type Coarse Fine Aggregate Sand Equivalent | Flat & Elongated 5:1 Ratio
Aggregate Angularity % Minimum % Minimum % Maximum
Angularity ®  AASHTO T304 Method =~ AASHTO T176 = ASTM D4791 Section 8.4
ASTM D5821 A
S95D 100/100 45 50 10
OGAFC 100/100 N/A N/A 10
UuBWC 100/85 40 45 10

Delete Note (c) under the Table 1012-1 and replageth the following:
(c) Does not apply to Mix Types SF 9.5A and S 9.5B.
Page 10-42, Subarticle 1012-1(B)(6add as the last sentence:
The percentage loss for aggregate used in UBWCIshab more than 35%.
Page 10-43, Subarticle 1012-1(F): Reclaimed Aspha$hingle Material (RAS), insert the
following immediately following the first paragraph:
(1) Mix Design RAS

Incorporate RAS from stockpiles that have beerete&ir uniformity of gradation and
binder content prior to use in an asphalt mix desig

(2) Mix Production RAS
New Source RAS is defined as acceptable materighwias not included in the stockpile

when samples were taken for mix design purposesceBs new source RAS so that all
materials will pass a 1/2" sieve prior to introdawtinto the plant mixer unit.
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After a stockpile of processed RAS has been sanglddnix designs made from these
samples, do not add new source RAS to the origtoakpile without prior field testing to
insure gradation and binder uniformity. Sample gl new source RAS before blending
with the existing stockpile.

Store new source RAS in a separate stockpile tinatimaterial can be sampled and tested
for comparison with the original recycled mix des@ata. New source RAS may also be
placed against the existing stockpile in a lineanner provided it is sampled for mix
design conformity prior to its use in the recyctent.

RAS contamination including but not limited to egswe dirt, debris, clean stone,
concrete will not be allowed.

Field approval of new source RAS will be basedlantable below and volumetric mix
properties on the mix with the new source RAS idelll Provided these tolerances are
met, volumetric properties of the new mix will thiea performed. If all volumetric mix
properties meet the mix design criteria for that type, the new source RAS may
continue to be used.

If the gradation, binder content, or any of theunagtric mix properties are not within the
allowable tolerances of the table below, do nottheenew source RAS unless approved
by the Engineer. The Contractor may elect to emlo¢ use the stockpile, to request an
adjustment to the JMF, or to redesign the mix.

NEW SOURCE RAS GRADATION and BINDER TOLERANCES
(Apply Tolerances to Mix Design Data)

0-6% RAS
P, % +1.6%
Sieve Size (mm) Tolerance

9.5 +1

4.75 5

2.36 +4

1.18 4
0.300 +4
0.150 +4
0.075 +2.0
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Page 10-43 through 10-45, Subarticle 1012-1(G), d&# this in its entirety and replace with

the following:

(G) Reclaimed Asphalt Pavement (RAP)

(1)

Mix Design RAP

Incorporate RAP from stockpiles or other sourced ttave been tested for
uniformity of gradation and binder content prior ise in an asphalt mix
design. Use reclaimed asphalt pavement that raéeexjuirements specified
for one ofthe followingtwo classifications.

(@)

(b)

(€)

(d)

Millings

Existing reclaimed asphalt pavement (RAP) thateisiaved from its
original location by a miling process as specified Section 607.
Milings should be such that it has a uniform gtaxta and binder
content and all materials will pass a 2" sieve mpr@introduction into
the plant mixer unit.

Processed RAP

RAP that is processed in some manner (possiblyushag and/or use
of a blending method) to produce a uniform gracatand binder

content in the RAP prior to use in a recycled ni®rocess RAP so that
all materials have a uniform gradation and binamrtent and will pass
a 1" sieve prior to introduction into the plant emunit.

Fractionated RAP

Fractionated RAP is defined as having two or moAd Btockpiles,

where the RAP is divided into coarse and fine fomst Grade RAP so
that all materials will pass a 1" sieve. The cedR\P stockpile shall
only contain material retained on a 3/8" screenlgsasm otherwise
approved. The fine RAP stockpile shall only comtaiaterial passing
the 3/8" screen, unless otherwise approved. TignEer may allow
the Contractor to use an alternate to the 3/8"escte fractionate the
RAP. The maximum percentages of fractionated RA®&y rbe

comprised of coarse, fine, or the combination othbo Utilize a

separate cold feed bin for each stockpile of faaatied RAP used.

Approved Stockpiled RAP
Approved Stockpiled RAP is defined as fractionalRA&P which has

been isolated and tested for asphalt content, gomdaand asphalt
binder characteristics with the intent to be usednix designs with
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greater than 30% RAP materials. Fractionate th® RAaccordance
with Section 1012-1(G)(c). Utilize a separate cf@dd bin for each
approved stockpile of RAP used.

Perform extraction tests at a rate of 1 per 1006 wf RAP, with a

minimum of 5 tests per stockpile to determine tgphalt content and
gradation. Separate stockpiles of RAP materiaffifey and coarse

fractions. Erect and maintain a sign satisfactoryhe Engineer on

each stockpile to identify the material. Assurattho deleterious

material is allowed in any stockpile. The Engine®y reject by visual

inspection any stockpiles that are not kept clsaparated, and free of
foreign materials.

Submit requests for RAP stockpile approval to tmgigeer with the
following information at the time of the request:

(1) Approximate tons of materials in stockpile

(2) Name or Identification number for the stocg&pll
(3) Asphalt binder content and gradation testltesu
(4) Asphalt characteristics of the Stockpile.

For the Stockpiled RAP to be considered for apprave gradation
and asphalt content shall be uniform. Individuzdttresults, when
compared to the target, will be accepted if wittha tolerances listed
below:

APPROVED STOCKPILED RAP GRADATION and BINDER TOLERA NCES
(Apply Tolerances to Mix Design Data)

P, % +0.3%
Sieve Size (mm) Percent Passing
25.0 +5%
19.0 +5%
12.5 +5%
9.5 +5%
4.75 +5%
2.36 +4%
1.18 +4%
0.300 +4%
0.150 +4%
0.075 +1.5%

Note: If more than 20% of the individual sieves ang of the gradation
tolerances, or if more than 20% of the asphalt dsincontent test
results fall outside the appropriate tolerances, RAP shall not be
used in HMA unless the RAP representing the fail@gfs is removed
from the stockpile.
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(2)

Do not add additional material to any approved Rs#dtkpile, unless
otherwise approved by the Engineer.

Maintain at the plant site a record system for agdpbroved RAP
stockpiles. Include at a minimum the following: to&kpile
identification and a sketch of all stockpile aredsthe plant site; all
RAP test results (including asphalt content, gradatand asphalt
binder characteristics).

Mix Production RAP

During mix production, use RAP that meets the gatdor one of the
following categories:

(@)

(b)

Mix Design RAP

RAP contained in the mix design stockpiles as dasdrabove may be
used in all applicable JMFs. These stockpiles Hasen pretested:
however, they are subject to required QC/QA testimgccordance
with Subarticle 609-5(C)(2).

New Source RAP

New Source RAP is defined as any acceptable mhtbaa was not
included in the stockpile or other source when dasnpere taken for
mix design purposes Process new source RAP so that all materials
have a uniform gradation and binder content antlpags a 2" sieve
prior to introduction into the plant mixer unit.

After a stockpile of millings, processed RAP, aadiionated RAP has
been sampled and mix designs made from these sgngaenot add
new source RAP to the original stockpile withoubpfield testing to

insure gradation and binder uniformity. Sample &®t new source
RAP before blending with the existing stockpile.

Store new source RAP in a separate stockpile tinatimaterial can be
sampled and tested for comparison with the origmeglycled mix

design data. New source RAP may also be placedsadghe existing

stockpile in a linear manner provided it is sampfed mix design

conformity prior to its use in the recycled mix.

Unprocessed RAP is asphalt material that was ntedand/or has not
been processed to obtain a uniform gradation amtkebicontent and is
not representative of the RAP used during the egiple mix design.
Unprocessed RAP shall not be incorporated into #viis prior to
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processing. Different sources of unprocessed RAFR e stockpiled
together provided it is generally free of contariora and will be
processed prior to use in a recycled mix. RAP ammation in the
form of excessive dirt, debris, clean stone, camgretc. will not be
allowed. Incidental amounts of dirt, concrete, alghn stone may be
acceptable. Unprocessed RAP may be processedhandlassified as
a new source RAP as described above.

Field approval of new source RAP will be based aabld 1012-2
below and volumetric mix properties on the mix witie new source
RAP included. Provided the Table 1012-2 toleranegse met,
volumetric properties of the new mix will then berformed. If all
volumetric mix properties meet the mix design cigtefor that mix
type, the new source RAP may continue to be used.

If the gradation, binder content, or any of theuvagtric mix properties
are not within the allowable tolerances of Tablé2-@, do not use the
new source RAP unless approved by the Engineere ddntractor
may elect to either not use the stockpile, to rejaa adjustment to
the JMF, or to redesign the mix.

TABLE 1012-2
NEW SOURCE RAP GRADATION and BINDER TOLERANCES
(Apply Tolerances to Mix Design Data)

Mix 0-20% RAP 20-30 % RAP 30% RAP
Type
Sieve Base Inter. Surf. Base Inter. Surf. Base Inter. f.Sur
(mm)
P, % +0.7% + 0.4% +0.3%
25.0 +10 - - +7 - - 5 - -
19.0 +10 +10 - 7 7 - 5 5 -
12.5 - +10 +10 - 7 7 - 5 5
9.5 - - +10 - - +7 - - 5
4.75 +10 - +10 7 - 7 5 - 5
2.36 +8 +8 +8 5 5 5 +4 +4 +4
1.18 +8 +8 +8 5 5 +5 +4 +4 +4
0.300 +8 +8 +8 5 5 5 +4 +4 +4
0.150 - - +8 - - 5 - - +4
0.075 +4 +4 +4 +2 +2 +2 +1.5 +1.5  +15
ASPHALT PAVEMENTS - WARM MIX ASPHALT SUPERPAVE
(5-19-09) (Rev 10-20-09) SP6 R02

Warm Mix Asphalt (WMA) is defined as additives oropesses that allow a reduction in the
temperature at which asphalt mixtures are prodacedplaced
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Notify the Engineer at least 2 weeks before praupthe Warm Mix so the Engineer can arrange
a preconstruction meeting. Discuss special tesgggirements necessary for warm mix asphalt
at the pre-pave meeting. Included at the pre-paseting the Contractor's QC manager, Paving
Superintendent, and manufacturer’s representativéhe process or additive used for producing
warm mix asphalt, the Department’'s Roadway ConstmdEngineer, Resident Engineer, State
Pavement Construction, and Quality Assurance Sigogrv

Require a manufacturer's representative for thega® or additive used to be present on site at the
plant during the initial production and on the reag during the laydown of the warm mix
asphalt.

Revise the2006 Standard Specificatioas follows:
Page 6-8, Article 609-1 Description, insert the flawing as the second paragraph.

Warm Mix Asphalt (WMA) is defined as additives ampesses that allow a reduction in
the temperature at which asphalt mixtures are medand placed. WMA is allowed for
use at the Contractor’s option when shown in thereat documents.

Page 6-9, Article 609-4 Field Verification of Mixtue and Job Mix Formula Adjustments,
Second paragraph, insert the following immediatehafter the first sentence.

When producing a WMA, field verification testinglvalso consist of performing a Tensile
Strength Ratio (TSR) testing in accordance with MA® T283 as Modified by the
Department.

Third paragraph, delete the third sentence and reglce with the following:

Verification is considered satisfactory for HMA whall volumetric properties except
%Gmm@N, are within the applicable mix design criteria, atie gradation, binder
content, and % @N,, are within the individual limits for the mix tygdeeing produced.
Verification is considered satisfactory for WMA whall volumetric properties except
%Gnm@N, are within the applicable mix design criteria, Tf8R is equal to or above the
minimum design criteria, and the gradation, binctemtent, and %.@Ni are within the
individual limits for the mix type being produced.

Page 6-12, Subarticle 609-5(C)2(d) Bulk Specific @vity of Compacted Specimens, add
after (AASHTO T 312):

When producing Warm Mix Asphalt, gyrate specimenspgecified N.scompaction effort

without reheating mix other than to desired compademperature. Record time needed
to reheat samples (if any).
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Page 6-14, Subarticle 609-5(C)(2)(e) Tensile Strehg Ratio, insert the following
immediately after the third paragraph:

When producing WMA, perform TSR testing at
I. Beginning of production for each JMF
ii. Monthly thereafter

Page 6-27, Article 610-1 Description, insert the Blowing as the third paragraph:
Warm Mix Asphalt (WMA) is defined as additives atopesses that allow a reduction in
the temperature at which asphalt mixtures are prediland placed. Use WMA at the
Contractor’s option unless otherwise shown on theg

Page 6-27, Article 610-2 Materials, insert the fadwing at the end of this Article:

Use only WMA additives or processes listed on tlep@tment’s approved list maintained
by the Materials and Tests Unit.

Page 6-31, Subarticle 610-3(B) Mix Design-Criteria,add the following as the fifth
paragraph:

When WMA is used, submit the mix design withoutudag the WMA additive.

Page 6-32, Subarticle 610-3(C) Job Mix Formula,
Add the following as the second paragraph

When WMA is used, document the additive or processsl and recommended rate on the
JMF submittal. Verify the JMF based on plant prostlimixture from the trial batch.

Immediately following PG 76-22 335°F, add the follwing paragraph:

When WMA is used, produce an asphalt mixture withia temperature range of 225°F
and 275 °F.

PATCHING EXISTING PAVEMENT (MILL):

(1-26-07) RR 88

Description:

The Contractor's attention is directed to the fhat there are areas of existing pavement on this
project that will require repair prior to resurfagi

The Contractor shall patch the areas that, in gi@an of the Engineer, need repairing. The
areas to be patched will be delineated by the Eegiprior to the Contractor performing repairs.

Construction Methods:
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The patching shall consist of Asphalt Concrete Baserse, Asphalt Concrete Intermediate
Course, or Asphalt Concrete Surface Course, onmbr@tion of base, intermediate and surface
course, and pavement remo\ad, shown on the Summary of Quantities sheet as directed by
the Engineer.The final lift used shall consist of either a S8B or S9.5C surface course

Patching of existing pavement shall include, butb®limited to, the cutting of the existing
pavement to a neat vertical joint and uniform lites removal and disposal of pavement, base,
and subgrade material as approved or directedebitigineer; the coating of the area to be
repaired with a tack coat; and the replacemert@fémoved material with asphalt plant mix.

Asphalt Concrete Base Course shall be placedsmidt exceeding 5 1/2 inches. Compaction
equipment suitable for compacting patches as sl feet by 6 feet shall be utilized on each lift.
Compaction pattern to achieve proper compactiol lshapproved by the engineer.

The Contractor shall remove existing pavemenbedtions directed by the Engineer in
accordance with Section 607 of theandard Specifications

The Contractor may be required to make multiplesgssvith the miling machine to achieve
additional depth of the patch at the directionha&f €ngineer. There will be no additional payment
for additional passes as all work will be compeadatt the unit price for the type of mill patching
to be performed. The Contractor will utilize a naxm milling head width of 4 feet unless
otherwise allowed by the Engineer.

The Contractor shall schedule his operations soalhareas where pavement has been removed
will be repaired on the same day of the pavemenbval, and all lanes of traffic shall be restored.

Method of Measurement:

The quantity of patching existing pavement to b iz will be the actual number of tons of
asphalt plant mix, complete in place, which hasihesed to make completed and accepted
repairs. The asphalt plant mixed material wilhbeasured by being weighed in trucks on certified
platform scales or other certified weighing devices

Basis of Payment:

The quantity of patching existing pavement, measaeprovided above, will be paid for at the
contract unit price per ton for the type of milkgaing to be performed.

The above price and payment will be full compeinseator all work covered by this provision,
including but not limited to removal and disposbpavement; furnishing and applying tack coat;
furnishing, placing, and compacting of asphalt pfaix; furnishing of asphalt binder for the
asphalt plant mix; and furnishing scales.
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Any provisions included in the contract in the foofrproject special provisions or in any other
form which provides for adjustments in compensatiaa to variations in the price of asphalt
binder will not be applicable to payment for theriwoovered by this provision.

Patching Existing Pavement will be considered aomitem. In the event that the item of
Patching Existing Pavement overruns the origiréilgoiantity by more than 100 percent, the
provisions of Article 104-5 of th8tandard Specificationsertaining to revised contract unit price
for overrunning minor items will not apply to thism.

Payment will be made under:

Pay Item Pay Unit
Patching Existing Pavement (Mill), S9.5B or Ton
S9.5C

PATCHING EXISTING PAVEMENT (FULL DEPTH):

(1-26-07) RR 88

Description:

The Contractor's attention is directed to the fhat there are areas of existing pavement on this
project that will require repair prior to resurfagi

The Contractor shall patch the areas that, in gi@an of the Engineer, need repairing. The
areas to be patched will be delineated by the Eegiprior to the Contractor performing repairs.

Construction Methods:

The patching shall consist of Asphalt Concrete Baserse, Asphalt Concrete Intermediate
Course, or Asphalt Concrete Surface Course, ombr@tion of base, intermediate and surface
course, and pavement remo\ad, shown on the Summary of Quantities sheet as directed by
the Engineer.The final lift used shall consist of either a S9.5Br S9.5C surface course

Patching of existing pavement shall include, butbelimited to, the cutting of the existing
pavement to a neat vertical joint and uniform lites removal and disposal of pavement, base,
and subgrade material as approved or directedebitigineer; the coating of the area to be
repaired with a tack coat; and the replacemert@fémoved material with asphalt plant mix.

Asphalt Concrete Base Course shall be placedsmidt exceeding 5 1/2 inches. Compaction
equipment suitable for compacting patches as sl feet by 6 feet shall be utilized on each lift.
Compaction pattern to achieve proper compactiol lshapproved by the engineer.

The Contractor shall remove existing pavemenbedtions directed by the Engineer in
accordance with Section 607 of theandard Specifications
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The Contractor may be required to make multiplesgssvith the miling machine to achieve
additional depth of the patch at the directionha&f €ngineer. There will be no additional payment
for additional passes as all work will be compesadatt the unit price for the type of full depth
patching to be performed. The Contractor willizgila maximum miling head width of 4 feet
unless otherwise allowed by the Engineer.

The Contractor shall schedule his operations soalhareas where pavement has been removed
will be repaired on the same day of the pavemenbval, and all lanes of traffic shall be restored.

Method of Measurement:

The quantity of patching existing pavement to b iz will be the actual number of tons of
asphalt plant mix, complete in place, which hasihesed to make completed and accepted
repairs. The asphalt plant mixed material wilhbeasured by being weighed in trucks on certified
platform scales or other certified weighing devices

Basis of Payment:

The quantity of patching existing pavement, measaeprovided above, will be paid for at the
contract unit price per ton for the type of fulidle patching to be performed.

The above price and payment will be full compesator all work covered by this provision,
including but not limited to removal and disposbpbavement; furnishing and applying tack coat;
furnishing, placing, and compacting of asphalt pfaix; furnishing of asphalt binder for the
asphalt plant mix; and furnishing scales.

Any provisions included in the contract in the foofrproject special provisions or in any other
form which provides for adjustments in compensatiaa to variations in the price of asphalt
binder will not be applicable to payment for theriwoovered by this provision.

Patching Existing Pavement will be considered aomitem. In the event that the item of
Patching Existing Pavement overruns the origiréilgoiantity by more than 100 percent, the
provisions of Article 104-5 of th8tandard Specificationsertaining to revised contract unit price
for overrunning minor items will not apply to thism.

Payment will be made under:

Pay Item Pay Unit
Patching Existing Pavement (Full Depth) Ton

GLASS BEADS:

(7-18-06) SP10 R35

Revise theStandard Specificatiorss follows:

Page 10-223, 1087-4(C) Gradation & Roundness
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Replace the second sentence of the first paragvaptihe following:
All Drop-On and Intermixed Glass Beads shall béges$n accordance with ASTM D1155.

Delete the last paragraph.

PAVEMENT MARKING LINES:

(11-21-06) (Rev. 9-18-07) SP 12 RO1

Revise the2006 Standard Specificatioas follows:

Page 12-2, 1205-3(D) Time Limitations for Replacetn@add the following at the beginning of
the chart:

Facility Type Marking Type Replacement Deadline
Full-control-of-access multi-laneAll  markings By the end of each workday's
roadway (4 or more total lanesincluding operation if the lane is opened to
and ramps, including Interstates symbols traffic

Page 12-14, Subarticle 1205-10, Measurement anchdtdy delete the first sentence of the first
paragraph and replace with the following:

Pavement Marking Linewill be measured and paid for as the actual nunolbdinear feet of
pavement marking lines per application that has lsisfactorily placed and accepted by the
Engineer.

TRAFFIC CONTROL

(10-21-08) RWZ-1

Maintain traffic in accordance with Divisions 101 And 12 of theStandard Specificationand
the following provisions:

Use a lane closure (refer to tRmadway Standard Drawingsos. 1101.02, 1101.11, 1110.02,
1130.01 and details for the Advance Work Zone smym contract) or a slow-moving operation
as shown in details of this contract. Use a mowgpration only if the minimum speed
maintained at all times is 3 mph with no stops tlatow or close a lane of travel. If the moving
operation is progressing slower than 3 mph at ang,tinstall a lane closure. Maintain the
existing traffic pattern at all times, except ire timmediate work zone where lane closures are
allowed as determined by the Engineer.

Refer to Attached Details and tRmadway Standard Drawind$os. 1101.02, 1101.03, 1101.04,

1101.05, 1101.11, 1110.01, 1110.02, 1115.01, 113L035.01, 1145.01, 1150.01, 1165.01,
1170.01 and 1180.01 when closing a lane of travel stationary work zone such as pavement
patching resurfacing, or pavement marking removB&toperly ballasted cones may be used
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instead of drums for lane closures during daylightirs. However, drums are required for the
upstream taper portion of lane closures in alliappbns. The stationary work zone shall be a
maximum of 3 miles in length at any given time galetherwise directed by the Engineer. A pilot
vehicle operation may be used in conjunction widlgders and the appropriate pilot vehicle
warning signing as directed by the Engineer. Quperiods of construction inactivity, return the
traffic pattern to the existing alignment and remawr cover any work zone signs. When
covering work zone signs, use an opaque mateaaldrevents reading of the sign at night by a
driver using high beam headlights. Use materidliciv does not damage the sign sheeting.
Replace any obliterated markings as required bgratactions of th&tandard Specificatiorsnd
the Engineer.

When personnel and equipment are working on thaldaoadjacent to an undivided facility and
within 5 feet of an open travel lane, close therestaopen travel lane using tiRoadway
Standard Drawing$No. 1101.02 unless the work area is protectedabyids or guardrail. When
personnel and equipment are working on the shouddiacent to a divided facility and within 10
feet of an open travel lane, close the nearest armmel lane using th&®oadway Standard
DrawingsNo. 1101.02 unless the work area is protectedabydr or guardrail. When personnel
and equipment are working within a lane of traviehn undivided or divided facility, close the
lane according to the traffic control plar®padway Standard Drawings as directed by the
Engineer. Conduct the work so that all personndlequipment remain within the closed travel
lane. Do not work simultaneously, on both sidearobpen travel way, within the same location,
on a two-lane, two-way road. Do not perform workalving heavy equipment within 15 feet of
the edge of travel way when work is being perforrbetind a lane closure on the opposite side
of the travel way. Perform work only when weatlsrd visibility conditions allow safe
operations as directed by the Engineer.

Do not exceed a difference of 2 inches in elevabetween open lanes of traffic for nominal lifts
of 1.5 inches. Install advance warning UNEVEN LASIEigns (W8-11 at 48” X 48”) 500 feet in
advance and a minimum of once every half mile tghmwt the uneven area.

Backfill at a 6:1 slope up to the edge and elevatb existing pavement in areas adjacent to an
open travel lane that has an edge of pavement aff@gs follows:

(A) Drop-off that exceeds 2 inches on roadway$ \pibsted speed limits of 45 mph or
greater

(B) Drop-off that exceeds 3 inches on roadways pibsted speed limit less than 45
mph.

Backfill the unacceptable drop-off with suitablengmacted material, as approved by the Engineer,
at no expense to the Department. This work iscnasidered part of shoulder reconstruction.

When utilizing a slow-moving operation for suchnie as pavement marking placement,
pavement marker installation and pesticide sprayihg slow moving operation caravan shall
consist, as a minimum, of the vehicles and dev&lesvn on the Moving Operation Caravan
Detail(s) herein. Traffic cones may be used whecessary to provide additional protection of
wet pavement markings. Ballast all traffic conegley will not be blown over by traffic.
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Submit a written sequence of operation for all mapthe Engineer at the first pre-construction
meeting for approval by the Engineer. Approvedusege can not be altered without written
permission of the Engineer.

Notify the Engineer 48 hours before milling or rgaaing will interfere with the existing Signal
Loops. Loops may need to be placed in milled sertaefore resurfacing occurs. Coordinate all
signal loop operations with the Engineer.

Notify the Engineer 15 consecutive calendar daysrbaesurfacing a bridge or its approaches.
Patch and make repairs to bridge surface and itwoaphes before resurfacing occurs.
Coordinate all operations on the bridge and its@pghes with the Engineer.

Notify the Engineer 48 hours before resurfacing #neas of existing pavement that require
patching. Patch these areas before resurfacingrac@llow full depth asphalt patching to cool
to the point of supporting traffic without displawent or rutting before reopening closed lane.
Coordinate the resurfacing operations of the pakemeas with the Engineer.

During a resurfacing only operation, bring all ngwdsurfaced lanes to the same elevation within
72 hours.

For partial or wheel track miling operations onotway, two-lane facilities, mill and pave back
by the end of each work day. For partial or whesetk milling operations on multi-lane facilities,
the lane being milled may be left closed and pdaszk within 72 hours.

The following options are acceptable during Resuméaand miling operations on two-way, two-
lane facilities when the entire roadway or entgel is to be milled:

(A) Mill a single lane and pave back by the en@a¢h work day.
(B) Mill the entire width of roadway and pave baeihin 72 hours.

The following options are available during Resurfgcand milling operations on multi-lane
facilities when all lanes or a single lane in omection are to be milled:

(A) Mill the entire width of pavement for all laméo be milled in any direction daily
and pave back within 72 hours.

(B) Mill a single lane and pave back by the eneéath work day.

(©) Mill a single lane, leave a lane closure id @ave back within 72 hours.

When resurfacing facilities with ramps, resurfalse tamp and gore area of the ramp as directed
by the Engineer. A transverse joint shall be plage the ramp at the terminal point of the gore.

Newly resurfaced lanes on the main roadway andahg shall be at the same elevation where
traffic merges.

Slope the pavement at the beginning and endingeotiaily milling operation as directed by the
Engineer. Sweep and remove all milled materiainfithe roadway as soon as the daily milling

58



operation is completed. Continue milling operationsi the particular section of roadway being
milled is complete. Remove any existing pavemafjacent to the milled area that has been
damaged, and replace with patch material as dadwntehe Engineer.

Maintain vehicular access in accordance with Secfi®01-13 of theStandard Specifications
using suitable backfill material approved by theyigeer.

Operate equipment and conduct operations in the shraction as the flow of traffic. Do not
cross medians with equipment, except at propesigdated interchanges.

Review and record the existing pavement markings raarkers prior to resurfacing. Use the
record of existing pavement markings and markersomunction with theRoadway Standard
Drawingsto re-establish the proposed pavement markingsraalers unless otherwise directed
by the Engineer.

Provide appropriate lighting in accordance withtieecl1413 of theStandard Specifications

Remove existing pavement markers in preparatiopéyng. Repair any pavement damage due
to existing pavement marker removal prior to the eh the work day. Dispose of existing
pavement markers as directed by the Engineer. idatdpayment will be made for this work, as it
will be incidental to the paving operation.

Payment will be made for the traffic control iteth&t have been included in the contract. No
direct payment will be made for providing otherfficacontrol as required herein, as the cost of
same will be considered incidental to the work gegraid for under those various traffic control
items that have been included. Where the Contrantintains traffic as required herein but no
specific pay items have been included in the cahtrall associated costs will be considered
incidental to the work being paid for under theimas items in the contract.

WORK ZONE SIGNING

(10-21-08) RWZ-3Revised

Description

Install and maintain signing in accordance with ifdons 11 and 12 of theStandard
Specifications the Roadway Standard Drawingand the latest revisions thereto, and the
following provisions:

Furnish, install, maintain, and remove advance ingrvork zone signs and any required lane
closure signing.

Furnish, install, and maintain general work zonenma signs for resurfacing and/or milling such
as ROUGH ROAD (W8-8 at 48" X 48") (for milling onlyUNEVEN LANES (W8-11 at 48" X
48"), UNMARKED PAVEMENT AHEAD (DOT No. 116087130 a8" X 48") and DO NOT
PASS (R4-1 at 24" X 30")Install and maintain general work zone warning sigs for
resurfacing and/or milling such as "Low Shoulder" (W8-9 at 48" X 48") and “Low / Soft
Shoulder” (DOT No. 16-79860 at 48” X 48”). Statd-orces will furnish and remove the
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signs, posts, and hardware for "Low Shoulder" (W8-9at 48" x 48") and “Low / Soft
Shoulder” (DOT No. 16-79860 at 48” X 48”). When construction is completed in any given
area of the project, relocate signs to the nexkvede, as directed by the Engineer. Remove all
signsexcept “Low Shoulder and Low/Soft Shoulder’at the completion of the project, unless
otherwise directed by the Engineer.

All work zone signs may be portable.
Construction Methods
(A) General

Install all warning work zone signs before begignimork on a particular map. If signs are
installed three days prior to the beginning of worka particular map, cover the signs until the
work begins. Install each work zone warning siggpasately and not on the same
post(s) / stand(s) with any other sign except wia@radvisory speed plate or directional arrow is
used.

(B)  Advance Warning Work Zone Signs

Install advance warning work zone signs (see atihcbetails and thd&Roadway Standard
DrawingsNos. 1101.02 and 1110.01 and advance signinglsjgbaior to beginning of work and
remove upon final completion of the project. lété is a period of construction inactivity longer
than two weeks, remove or cover advance warninkwone signs. Uncover advance warning
work zone signs no more than 3 days before workmes. All other operations could be
suspended upon failure to comply with the aboveuirements. Such suspended operations
would not be resumed until the above requiremenat $udfilled.

(C) Lane Closure Work Zone Signs

Install any required lane closure signing needethduhe life of the project in accordance with
theRoadway Standard Drawindé$os. 1101.02, 1101.11 and 1110.02.

(D)  General Work Zone Warning Signs

Install general work zone warning signs for restinig and/or milling such as ROUGH ROAD
(W8-8 at 48" X 48") (for milling only), UNEVEN LANB (W8-11 at 48" X 48"), LOW
SHOULDER (W8-9 at 48" X 48") and LOW / SOFT SHOULRHEWS-9B at 48" X 48") at

1 mile intervals starting at a minimum of 500 feetdvance of the condition for both directions
of travel (undivided roadways only) and at any ofh@nts determined by the Engineer.

Install the LOW SHOULDER (W8-9 at 48" X 48") or LOWSOFT SHOULDER (DOT No.

16-79860 at 48” X 48”) signs prior to any resunf@cin an area where shoulder construction will
be performed.
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Install general work zone warning signs such as WRWED PAVEMENT AHEAD (DOT
No. 116087130 at 48" X 48") and DO NOT PASS (R4t24l' X 30") alternately at 1/2 mile
intervals starting at a minimum of 500 feet in athaof the condition for both directions of travel
(undivided roadways only) and at any other poimtednined by the Engineer. Install signs prior
to the obliteration of any pavement markings.

Measurement and Payment

Payment will be made for the work zone signing geimt have been included in the contract.
No direct payment will be made for providing otheork zone signing as required herein, as the
cost of same will be considered incidental to therkabeing paid for under those various work
zone signing items that have been included. Witiere&Contractor provides work zone signing as
required herein but no specific pay items have eeoded in the contract, all associated costs
will be considered incidental to the work beingdofair under the various items in the contract.

TIME LIMITATION FOR PAVEMENT MARKINGS AND MARKERS O N
NEWLY RESURFACED AREAS

(12-18-07) RWZ-4
Markings: Two-Lane, Two-Way Facilities

For all two-lane, two-way facilities, place all ediines and other symbols within 30 calendar days
after they have been obliterated by the resurfacpeyation.

Markings: All Facilities

The pavement markings on a specific map are sutgeztl 80-day observation period that begins
with the satisfactory completion of all pavementrkinas required on a specific map and shall
meet all requirements as specified in Subarticl@512(H) Observation Period of tt&tandard
Specifications

Any portion of stop bars that are obliterated aensections of a multilane roadway and all its
approaches shall be replaced by the end of eadhdayrprior to opening the lane to traffic. Any
portion of stop bars that are obliterated at 2-Ruveay roadway intersections shall be replaced by
the end of B calendar day.

Prior to opening the lane(s) to traffic, all pavemmarkings that are obliterated by miling should
be replaced as specified in Subarticle 1205-3(DpeTiLimitations for Replacement of the
Standard Specifications as stated herein.

Final pavement marking applications of paint shalplaced in 2 applications of 15 mils wet each.
Each application of paint pavement marking line§ ke measured and paid for as the actual
number of linear feet of pavement marking lineg tieve been satisfactorily placed and accepted
by the Engineer.

Markers: All Facilities
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Install permanent pavement markers within 60 calenthys after completing the resurfacing on
each map.

ROADWAY STANDARD DRAWINGS FOR PAVEMENT MARKINGS
AND MARKERS

(7-18-06) RWZ-5
Use the following in conjunction with tHetandard Specifications:
Standard Pavement Markings Roadway Standard Drawings
1205.01, 1205.02, 1205.03, 1205.04, 1205.05, 0%0)5.
1205.07, 1205.08, 1205.09, 1205.10, 1205.11, 1205.1

Raised Pavement Markers Roadway Standard Drawings
1205.12, 1250.01, 1251.01

Snowplowable Pavement Markers Roadway Standard Drawings
1250.01, 1253.01
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EXECUTION OF BID
NON-COLLUSION AFFIDAVIT, DEBARMENT CERTIFICATION AN D GIFT BAN CERTIFICATION

CORPORATION

The person executing the bid, on behalf of the Bidteing duly sworn, solemnly swears (or affirtigt neither he, nor any official,
agent or employee of the bidder has entered ingaagreement, participated in any collusion, or ntlee taken any action which is in
restraint of free competitive bidding in connectimith any bid or contract, that the bidder haslmen convicted of violatiny.C.G.S. §
133-24within the last three years, and that the Biddéerids to do the work with its own bonafide empésyer subcontractors and is
not bidding for the benefit of another contractor.

In addition, execution of this bid in the properrmar also constitutes the Bidder's certificatiorstatus under penalty of perjury under
the laws of the United States in accordance withDebarment Certification attached, provided that Debarment Certification also
includes any required statements concerning exarepthat are applicable.

N.C.G.S. § 133-32nd Executive Order 24 prohibit the offer to, oceptance by, any State Employee of any gift froyoae with a
contract with the State, or from any person seetondp business with the State. By execution gfrasponse in this procurement, you
attest, for your entire organization and its empésy or agents, that you are not aware that anygifidmas been offered, accepted, or
promised by any employees of your organization.

SIGNATURE OF CONTRACTOR

Full name of Corporation

Address as Prequalified

Attest By
Secretary/Assistant Secretary President/Vice BeesfAssistant Vice President
Select appropriate title Select appropriate title
Print or type Signer's name Print or type Signaaise

CORPORATE SEAL

AFFIDAVIT MUST BE NOTARIZED

Subscribed and sworn to before me this the

day of 20

NOTARY SEAL

Signature of Notary Public

of County

State of

My Commission Expires:




EXECUTION OF BID
NON-COLLUSION AFFIDAVIT, DEBARMENT CERTIFICATION AN D GIFT BAN CERTIFICATION

PARTNERSHIP

The person executing the bid, on behalf of the 8idteing duly sworn, solemnly swears (or affirttsdt neither he, nor
any official, agent or employee of the bidder hatered into any agreement, participated in anys@h, or otherwise
taken any action which is in restraint of free cetitpve bidding in connection with any bid or camtt, that the bidder has
not been convicted of violatiny.C.G.S. § 133-24vithin the last three years, and that the Bidaeerids to do the work
with its own bonafide employees or subcontractoisia not bidding for the benefit of another contoa.

In addition, execution of this bid in the propermmar also constitutes the Bidder's certificatiorstattus under penalty of
perjury under the laws of the United States in ed&oce with the Debarment Certification attachewyiged that the
Debarment Certification also includes any requstdements concerning exceptions that are appéicabl

N.C.G.S. § 133-3and Executive Order 24 prohibit the offer to, aceptance by, any State Employee of any gift from
anyone with a contract with the State, or from @eyson seeking to do business with the State. xBgution of any
response in this procurement, you attest, for ymiire organization and its employees or agentd, you are not aware
that any such gift has been offered, acceptedtamnised by any employees of your organization.

SIGNATURE OF CONTRACTOR

Full Name of Partnership

Address as Prequalified

By

Signature of Witness Signature of Partner

Print or type Signer's name Print or type Signer's name

AFFIDAVIT MUST BE NOTARIZED

Subscribed and sworn to before me this the NOTARY SEAL

day of 20

Signature of Notary Public

of County

State of

My Commission Expires:




EXECUTION OF BID
NON-COLLUSION AFFIDAVIT, DEBARMENT CERTIFICATION AN D GIFT BAN CERTIFICATION

LIMITED LIABILITY COMPANY

The person executing the bid, on behalf of the 8idteing duly sworn, solemnly swears (or affirttsdt neither he, nor
any official, agent or employee of the bidder hatered into any agreement, participated in anys@h, or otherwise
taken any action which is in restraint of free cetitpve bidding in connection with any bid or camtt, that the bidder has
not been convicted of violatiny.C.G.S. § 133-24vithin the last three years, and that the Bidaeerids to do the work
with its own bonafide employees or subcontractoisia not bidding for the benefit of another contoa.

In addition, execution of this bid in the propermmar also constitutes the Bidder's certificatiorstattus under penalty of
perjury under the laws of the United States in ed&oce with the Debarment Certification attachewyiged that the
Debarment Certification also includes any requstdements concerning exceptions that are appéicabl

N.C.G.S. § 133-3and Executive Order 24 prohibit the offer to, aceptance by, any State Employee of any gift from
anyone with a contract with the State, or from @eyson seeking to do business with the State. xBgution of any
response in this procurement, you attest, for ymiire organization and its employees or agentd, you are not aware
that any such gift has been offered, acceptedtanised by any employees of your organization.

SIGNATURE OF CONTRACTOR

Full Name of Firm

Address as Prequalified

Signature of Manager

Signature of Witness Individually

Print or type Signer's name Print or type Signer's Name

AFFIDAVIT MUST BE NOTARIZED

Subscribed and sworn to before me this the NOTARY SEAL

day of 20

Signature of Notary Public

of County

State of

My Commission Expires:




EXECUTION OF BID
NON-COLLUSION AFFIDAVIT, DEBARMENT CERTIFICATION AN D GIFT BAN CERTIFICATION

JOINT VENTURE (2) or (3)

The person executing the bid, on behalf of the &idteing duly sworn, solemnly swears (or affirtig)t neither he, nor any official, agent or emptogéthe

bidder has entered into any agreement, particigatedy collusion, or otherwise taken any actiorichis in restraint of free competitive biddingdannection

with any bid or contract, that the bidder has regrbconvicted of violatin®l.C.G.S. § 133-24ithin the last three years, and that the Biddezrids to do the
work with its own bonafide employees or subcontrecand is not bidding for the benefit of anottemtractor.

In addition, execution of this bid in the propermmer also constitutes the Bidder's certificatiorstatus under penalty of perjury under the lawthefUnited
States in accordance with the Debarment Certifinasittached, provided that the Debarment Certifinaalso includes any required statements conagrnin
exceptions that are applicable.

N.C.G.S. § 133-3and Executive Order 24 prohibit the offer to, oceptance by, any State Employee of any gift froyoae with a contract with the State, or
from any person seeking to do business with théeSt8y execution of any response in this procurgmgou attest, for your entire organization arsl it
employees or agents, that you are not aware tlyaguah gift has been offered, accepted, or prontigezhy employees of your organization.

SIGNATURE OF CONTRACTOR

Instructions: 2 Joint Venturers Fill in lines (1), (2) and (3) and executg.Joint Venturers Fill in lines (1), (2), (3) and (4) and execut®n Line (1), fill in

the name of the Joint Venture Company. On Linef{2)n the name of one of the joint venturersdagxecute below in the appropriate manner. On (3he
print or type the name of the other joint ventused execute below in the appropriate manner. @e (4), fill in the name of the third joint ventoré

applicable and execute below in the appropriatengan

(€]
Name of Joint Venture
@
Name of Contractor
Address as Prequalified
Signature of Witness or Attest By Signature of Cactor
Print or type Signer's name Print or type Signatse
If Corporation, affix Corporate Seal and
3
Name of Contractor
Address as Prequalified
Signature of Witness or Attest By Signature of Cactor
Print or type Signer's name Print or type Signatse
If Corporation, affix Corporate Seal and
@
Name of Contractoffor 3 Joint Venture only)
Address as Prequalified
Signature of Witness or Attest By Signature of Eaetor
Print or type Signer's name Print or type Signeaime
If Corporation, affix Corporate Seal
NOTARY SEAL NOTARY SEAL NOTARY SEAL
Affidavit must be notarized for Line (2) Affidamitist be notarized for Line (3) Affidavit must beaniaed for Line (4)
Subscribed and sworn to before me this Subscabeldsworn to before me this Subscribed and sveobefore me this
day of 20 day of 20 day of 20
Signature of Notary Public Signature of Notary Rubl Signature of Notary Public
of County of County of County
State of State _of State of

My Commission Expires: My Commis§&igpires: My Commission Expires:




EXECUTION OF BID
NON-COLLUSION AFFIDAVIT, DEBARMENT CERTIFICATION AN D GIFT BAN CERTIFICATION

INDIVIDUAL DOING BUSINESS UNDER A FIRM NAME

The person executing the bid, on behalf of the 8idteing duly sworn, solemnly swears (or affirttsdt neither he, nor
any official, agent or employee of the bidder hatered into any agreement, participated in anys@h, or otherwise
taken any action which is in restraint of free cetitpve bidding in connection with any bid or camtt, that the bidder has
not been convicted of violatiny.C.G.S. § 133-24vithin the last three years, and that the Bidaeerids to do the work
with its own bonafide employees or subcontractoisia not bidding for the benefit of another contoa.

In addition, execution of this bid in the propermmar also constitutes the Bidder's certificatiorstattus under penalty of
perjury under the laws of the United States in ed&oce with the Debarment Certification attachewyiged that the
Debarment Certification also includes any requstdements concerning exceptions that are appéicabl

N.C.G.S. § 133-3and Executive Order 24 prohibit the offer to, aceptance by, any State Employee of any gift from
anyone with a contract with the State, or from @eyson seeking to do business with the State. xBgution of any
response in this procurement, you attest, for ymiire organization and its employees or agentd, you are not aware
that any such gift has been offered, acceptedtanised by any employees of your organization.

SIGNATURE OF CONTRACTOR
Name of Contractor

Individual name

Trading and doing business as

Full name of Firm

Address as Prequalified

Signature of Witness Signature of Contractor, Individually

Print or type Signer's name Print or type Signer’'s name

AFFIDAVIT MUST BE NOTARIZED
Subscribed and sworn to before me this the NOTARY SEAL

day of 20

Signature of Notary Public

of County

State of

My Commission Expires:




EXECUTION OF BID
NON-COLLUSION AFFIDAVIT, DEBARMENT CERTIFICATION AN D GIFT BAN CERTIFICATION

INDIVIDUAL DOING BUSINESS IN HIS OWN NAME

The person executing the bid, on behalf of the Bideing duly sworn, solemnly swears (or affirtigt neither he, nor any official,
agent or employee of the bidder has entered ingaagreement, participated in any collusion, or ntlge taken any action which is in
restraint of free competitive bidding in connectimith any bid or contract, that the bidder haslmen convicted of violatiny.C.G.S. §
133-24within the last three years, and that the Biddéerids to do the work with its own bonafide empésyer subcontractors and is
not bidding for the benefit of another contractor.

In addition, execution of this bid in the propermrmar also constitutes the Bidder's certificatiorstatus under penalty of perjury under
the laws of the United States in accordance withDebarment Certification attached, provided that Debarment Certification also
includes any required statements concerning exarepthat are applicable.

N.C.G.S. § 133-32nd Executive Order 24 prohibit the offer to, oceptance by, any State Employee of any gift froyoae with a
contract with the State, or from any person seetondp business with the State. By execution gfrasponse in this procurement, you
attest, for your entire organization and its empésyor agents, that you are not aware that anygifidas been offered, accepted, or
promised by any employees of your organization

SIGNATURE OF CONTRACTOR
Name of Contractor

Print or type Individual name

Address as Prequalified

Signature of Contractor, Individually

Print or type Signer's Name

Signature of Witness

Print or type Signer’'s name

AFFIDAVIT MUST BE NOTARIZED
Subscribed and sworn to before me this the NOTARY SEAL

day of 20

Signature of Notary Public

of County

State of

My Commission Expires:




DEBARMENT CERTIFICATION

Conditions for certification:

1.

The prequalified bidder shall provide immediatetien notice to the Department if at any time the
bidder learns that his certification was erroneatren he submitted his debarment certification or
explanation filed with the Department, or has bee@moneous because of changed circumstances.

. The termscovered transaction, debarred, suspended, inekgilbbwer tier covered transaction,

participant, person, primary covered transactiominpipal, proposal,and voluntarily excludedas
used in this provision, have the meanings setrotha Definitions and Coverage sections of thesrule
implementing Executive Order 12549. A copy of fherleral Rules requiring this certification and
detailing the definitions and coverages may beiodtefrom the Contract Officer of the Department.

The prequalified bidder agrees by submitting tlief, that he will not knowingly enter into any
lower tier covered transaction with a person whalébarred, suspended, declared ineligible, or
voluntarily excluded from participation in NCDOT mtoacts, unless authorized by the Department.

For Federal Aid projects, the prequalified biddertHer agrees that by submitting this form he will
include the Federal-Aid Provision title@equired Contract Provisions Federal-Aid Constraoti
Contract (Form FHWA PR.273) provided by the Department, without subseguedification, in
all lower tier covered transactions.

The prequalified bidder may rely upon a certifioatiof a participant in a lower tier covered
transaction that he is not debarred, suspendelijilites or voluntarily excluded from the covered
transaction, unless he knows that the certificaisoarroneous. The bidder may decide the method
and frequency by which he will determine the eligybof his subcontractors.

Nothing contained in the foregoing shall be corestirto require establishment of a system of records
in order to render in good faith the certificaticgquired by this provision. The knowledge and
information of a participant is not required to e&d that which is normally possessed by a prudent
person in the ordinary course of business dealings.

Except as authorized in paragraph 6 herein, theaideent may terminate any contract if the bidder
knowingly enters into a lower tier covered trangactwith a person who is suspended, debarred,
ineligible, or voluntarily excluded from participa in this transaction, in addition to other remed
available by the Federal Government.



DEBARMENT CERTIFICATION

The prequalified bidder certifies to the best afkmowledge and belief, that he and his principals:

a.

Are not presently debarred, suspended, proposededbarment, declared ineligible, or voluntarily
excluded from covered transactions by any Fede@hdment or agency;

Have not within a three-year period preceding pinggposal been convicted of or had a civil judgment
rendered against them for commission of fraud eriminal offense in connection with obtaining,
attempting to obtain, or performing a public (FedeBtate or local) transaction or contract under a
public transaction; violation of Federal or Stateiteust statutes or commission of embezzlement,
theft, forgery, bribery, falsification or destrumti of records; making false statements; or reagivin
stolen property;

Are not presently indicted for or otherwise crintijpar civilly charged by a governmental entity
(Federal, State or local) with commission of anytlef offenses enumerated in paragraph b. of this
certification; and

Have not within a three-year period preceding firisposal had one or more public transactions
(Federal, State or local) terminated for causeefaudt.

Will submit a revised Debarment Certification imnagdly if his status changes and will show in his
bid proposal an explanation for the change in statu

If the prequalified bidder cannot certify that senot debarred, he shall provide an explanatioh this
submittal. An explanation will not necessarilyultdn denial of participation in a contract.

Failure to submit a non-collusion affidavit and dehent certification will result irthe prequalified
bidder's bid being considered non-responsive.

D Check here if an explanation is attached to thisfication.



LISTING OF MB & WB SUBCONTRACTORS

Sheet of
FIRM MB * DOLLAR
NAME AND ADDRESS OR ITEM ITEM DESCRIPTION AGREED VOL. OF
WB NO. UPON UNIT SUBLET

PRICE ITEM

DOLLAR VOLUME OF WB SUBCONTRACTOR
WB PERCENTAGE OF TOTAL CONTRACT BID PRICE
DOLLAR VOLUME OF MB SUBCONTRACTOR
MB PERCENTAGE OF TOTAL CONTRACT BID PRICE

[l THE DOLLAR VOLUME SHOWN IN THIS COLUMN
SHALL BE THE ACTUAL PRICE AGREED UPON BY

THE PRIME CONTRACTOR AND THE MB\WB SUB-
CONTRACTOR. THESE PRICES WILL BE USED TO

DETERMINE THE PERCENTAGES OF MB\WB

PARTICIPATION IN THE CONTRACT.




; STATE OF NORTH CAROLINA

DEPARTMENT OF TRANSPORTATION

LETTER OF INTENT TO PERFORM AS A SUBCONTRACTOR

CONTRACT: NAME OF BIDDER:

The undersigned intends to perform work in connection with the above contract upon execution of the bid
and subsequent award of contract by the Board of Transportation as:

Name of MBE/WBE/DBE Subcontractor
Address
City State Zip

Please check all that apply:
Minority Business Enterprise (MBE)
Women Business Enterprise (WBE)
Disadvantaged Business Enterprise (DBE)

The MBE /WBE /DBE status of the above named subcontractor is certified by the North Carolina
Department of Transportation. The above named subcontractor is prepared to perform the described work
listed on the attached MBE/WBE/DBE Commitment Items sheet, in connection with the above contract
upon execution of the bid and subsequent award of contract by the Board of Transportation. The above
named subcontractor is prepared to perform the described work at the estimated Commitment Total for
Subcontractor Price identified on the MBE/WBE/DBE Commitment Items sheet and amount indicated
below.

Commitment Total based on estimated Unit Prices and Quantities on the “attached” MBE/WBE/DBE
Commitment [tems sheet. Amount $

The above named bidder and subcontractor mutually accepts the Commitment Total estimated for the
Unit Prices and Quantities. This commitment total is based on estimated quantities only and most likely
will vary up or down as the project is completed. Final compensation will be based on actual quantities of
work performed and accepted during the pursuance of work. The above listed amount represents the
entire dollar amount quoted based on these estimated quantities. No conversations, verbal agreements,
and/or other forms of non-written representations shall serve to add, delete, or modify the terms as stated.

This document shall not serve in any manner as an actual subcontract between the two parties. A separate
subcontractor agreement will describe in detail the contractual obligations of the bidder and the
MBE/WBE/DBE subcontractor.

Affirmation

The above named MBE/ WBE/ DBE subcontractor affirms that it will perform the portion(s) of the
contract for the estimated dollar value as stated above.

Name of MBE/ WBE/ DBE Subcontractor Name of Bidder

Signature / Title Signature / Title

Date Date



North Carolina Department of Transportation
BID FORM

WBS Element #: 3.108217 Contract Number: DC00007
Project Description: Patching Existing Pavement (Mill & Full Depth) on US 421 and US 701 By-Passin
Sampson County

LINE
ITEM

STD. ITEM NO. | SECT. | DESCRIPTION QTY UNIT | UNIT AMOUNT
PRICE BID

1 | 0000100000-N | 800 MOBILIZATION 1 LS

2| 1704000000-E | SP PATCHING EXISTING 3,350 TON
PAVEMENT (MILL), S9.5B
OR S§9.5C

3 | 1880000000-E | SP PATCHING EXISTING 300 TON
PAVEMENT (FULL DEPTH)

4 | 4685000000-E 1205 THERMOPLASTIC 12,000 LF
PAVEMENT MARKING
LINES (4", 90 MILS)

5 | 4686000000-E 1205 THERMOPLASTIC 7,500 LF
PAVEMENT MARKING
LINES (4", 120 MILS)

6 | 4695000000-E 1205 THERMOPLASTIC 5000 LF
PAVEMENT MARKING
LINES (8", 90 MILS)

7 | 4725000000-E | 1205 | THERMOPLASTIC 12 EA
PAVEMENT MARKING
SYMBOL (90 MILS)

8 | 4810000000-E 1205 PAINT PAVEMENT 198,842 | LF
MARKING LINES (4")

9 | 4850000000-E 1205 REMOVAL OF PAVEMENT 19,500 LF
MARKING LINES, 4"

10 | 4860000000-E 1205 REMOVAL OF PAVEMENT 5,000 LF
MARKING LINES, 8"

11 | 4860000000-N | 1205 REMOVAL OF PAVEMENT 12 EA
MARKING SYMBOLS &
CHARACTERS

12 | 4900000000-E 1251 PERMANENT RAISED 356 EA
PAVEMENT MARKERS

13 | 4905000000-E 1253 SNOWPLOWABLE 50 EA
PAVEMENT MARKERS

TOTAL BID FOR PROJECT:




CONTRACTOR

ADDRESS

Federal Identification Number

Contractors License Number

Authorized Agent
Title

Signature
Date

Witness

Title

Signature Date

THISSECTION TO BE COMPLETED BY NORTH CAROLINA DEPARTMENT OF TRANSPORTATION
This bid has been reviewed in accordance with Article 103-1 of the Standard Specifications for Roads and Structures 2006.

Reviewed by Date

Accepted by Date




